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  Executive Summary 

 

EXECUTIVE SUMMARY 

 

The Carlsbad Environmental Monitoring and Research Center (CEMRC) has 

measured the levels of radiological and non-radiological constituents in samples of the 

exhaust air, ambient air, and water collected at and in the vicinity of the U.S. DOEôs Waste 

Isolation Pilot Plant (WIPP) during calendar year 2011. The WIPP facility became 

operational in March 26, 1999 for the disposal of transuranic waste, and the WIPP received 

its first mixed waste shipments on September 9, 2000.  

 

The CEMRC has compared these levels to those measured in the pre-operational 

phase, prior to receipt of waste. Based on these analyses, the CEMRC concludes that: 

 

a) Levels of the measured radiological and non-radiological constituents in the 

environment around WIPP during calendar year 2011 are not different from the 

preoperational baseline levels. 

 

b) The measured levels are similar to those measured by other organizations, where 

direct comparisons can be made. 

 

c) Trace amounts of radionuclides (
131

I, 
134

Cs, and 
137

Cs) from the Fukushima 

nuclear power plant incident were detected in the station A and ambient air 

samples collected during March-April 2011. However, it is important to note that 

all of the radiation levels detected across the United States, including Carlsbad, 

due to the Fukushima nuclear power plant accident have been very low, well 

below any level of public or environmental concern. 

 

d) No measurable radiation dose to the public resulted from WIPP-related operations 

during calendar year 2011, relative to the estimated baseline dose. 

 

Lastly, I would like to acknowledge the following individuals who contributed heavily to the 

creation of this report:  Ms. Sally Ballard, Ms. Adrienne Chancellor, Dr. Anuj Kumar, Mr. 

Jim Monk, Dr. Ila Pillalamarri, Dr. Punam Thakur, and Ms. Melinda Wilson. 

 

Respectfully submitted, 

 

Russell Hardy 

Director, Carlsbad Environmental Monitoring & Research Center 
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WERC Waste-management Education & Research Consortium 

WHB Waste Handling Building 

WIPP Waste Isolation Pilot Plant 

WIPP-EM Waste Isolation Pilot Plant Environmental Monitoring 

WRES Washington Regulatory and Environmental Services 

WTS Washington TRU Solutions 

XO Experimental Operations 

Y Yttrium 
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INTRODUCTION 
 

The Waste Isolation Pilot Plant (WIPP), a U.S. Department of Energy (DOE) facility, 

is an underground repository located in the remote Chihuahuan desert of southeastern New 

Mexico near Carlsbad. The facility is designed to dispose of transuranic (TRU) wastes that 

were generated from research and the production of nuclear weapons at various DOE sites in 

the U.S. The WIPP facilities consist of above ground buildings and underground mined 

areas. The underground portion of the WIPP is located 665 meters (2,150 feet) below the 

surface and is divided in two main areas. The northern part, the experimental operations 

(XO) area, is a research area and is open to the scientific community, while the much larger 

southern part comprises the Waste Disposal Area. As shown in Figure 1, the WIPP repository 

has eight panels, each consisting of seven waste disposal rooms that measure approximately 

300 feet (91 meters) long and 33 feet (10 meters) wide. Seven of the planned panels have 

been excavated; and the first five have been filled with waste, closed, and sealed from 

ventilation air. Waste disposal is currently in progress in the sixth panel. Generally, three 

panels are in operation with one already filled with waste and closed (closure mode); the 

second panel already excavated with waste disposal in progress (waste disposal mode); and 

the third panel ready for mining (mining mode). Currently, panel 5 is in closure mode, Panel 

6 is in waste mode and Panel 7 is in mining mode. 

 

Figure 1. WIPP layout 

Two types of TRU wastes are currently stored in the WIPP repository: (1) mixed transuranic 

waste (MTRU) and (2) non-mixed waste that contain only radioactive elements, mostly plutonium. 

The TRU waste is subdivided into contact-handled (CH) and remote-handled (RH) waste on the basis 

of the dose equivalent rate at the surface of the waste container. If the dose is < 200 mrem/h (2 

mSv/h), the waste is categorized as CH-TRU waste; otherwise, the categorization is RH-TRU waste. 

Contact-handled waste (CH TRU Waste) and contact-handled mixed waste (CH TRU mixed waste) 

do not need additional shielding beyond the waste container. As a result, workers can unload, handle 
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and repack CH waste by touching the waste container directly. Remote-handled waste (RH TRU 

waste) and remote-handled mixed waste (RH TRU mixed waste) emit higher levels of radiation 

(surface dose rate from 2mSv/h to 10mSv/h); therefore, remote handling is used as a precaution to 

ensure worker safety. 

 

Both types of mixed waste contain radioactive and hazardous materials, whereas, non-mixed 

waste contains only radioactive waste with negligible hazardous characteristics. The first shipment of 

TRU waste, CH-TRU waste from Los Alamos National Laboratory, arrived at the WIPP on March 

26
th
, 1999 and was disposed underground on the same day. Since opening in March 1999, more than 

82,000 cubic meters of legacy TRU waste have been removed from temporary locations around the 

nation and shipped to WIPP for permanent disposal. Although the waste stored at WIPP contains 

numerous hazardous and/or radioactive materials, the radionuclides of greatest concern in the WIPP 

are 
239+240

Pu and 
241

Am, which account for more than 99% of the total radioactivity for most of the 

10,000 year regulatory period.  

 

The major objective of the CEMRC monitoring program is to evaluate present, future and 

sometimes past behavior of radionuclides in the vicinity of the WIPP. The program also has the 

capabilities to detect radionuclides as quickly as possible in case of accidental releases from within 

the repository or at the site during waste handling operations. The air, drinking water, surface water, 

soil, and local population around the WIPP facility as well as air entering and exiting the WIPP 

underground are analyzed at CEMRC as part of a routine environmental monitoring program. 

CEMRC has been monitoring the concentration of plutonium (Pu) and americium (Am) in the area 

around the WIPP sites for many years as isotopes of these elements are the major radioactive 

constituents in the TRU waste. The source of Pu and Am in and around the WIPP site prior to arrival 

of the TRU waste at the site can be attributed to: nuclear weapons testing that occurred between the 

1950s to1980s, controlled releases from the operation of nuclear power plants and nuclear 

reprocessing facilities, and nuclear accidents. It has been reported that about 15 pBq of 
239+240

 Pu and 

0.3 pBq of 
238

Pu have been globally released into the atmosphere from weapons testing and nuclear 

power-related incidents, whereas 1.3 pBq of 
238

Pu was injected into the upper atmosphere from 

satellite burn-up upon reentry. The Gnome test site, located about 8.8 km southwest of the WIPP site, 

is also a potential source of radionuclides. At this site a 3.3 kiloton yield nuclear underground 

detonation was conducted in 1961 as part of the Plowshare Program of the Atomic Energy 

Commission. The site was decontaminated in 1968-1969 and again in 1978. Despite these clean-up 

efforts, elevated levels of 
137

Cs and plutonium have been detected in some of the surface soil samples 

collected at the Gnome site. These contaminated soils are a potential source of contamination for 

environmental samples being collected to monitor for potential release of radionuclides from the 

WIPP and to maintain the integrity of the WIPP project. Therefore, knowledge of the levels and 

behavior of actinides in the WIPP environment is necessary to assess the radiological and ecological 

effects of radiation on workers and the general public that live and work around the WIPP site. 

 

In this report, samples collected and analyzed during calendar year 2011 are presented. 

Results from this program are accessible to the public through this report and the CEMRC website 

and are used for evaluating the long-term history of these radionuclides to better assess the impact of 

WIPP (if any) on the local environment. CEMRC believes this aspect of its mission is important since 

the public needs to know what is truly happening in the environment and what effect, if any, WIPP 

activities has on their lives and health. Lastly, this type of information is important for assessing the 

impact of the WIPP on the local environment for public acceptance of this and future waste disposal 

projects.  
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OVERVIEW OF THE CEMRC MONITORING PROGRAM 

 

The Carlsbad Environmental Monitoring and Research Center (CEMRC), has 

performed as an independent, academic-based monitoring facility for the WIPP since 1993. 

The program was developed in conjunction with the Department of Energy, WIPP 

management and operations contractor (M&O), state and local government, and regional 

citizens to monitor the environment in and around the WIPP facility for below background 

levels of radionuclides and other contaminants of interest to the regional community. The 

goal is to provide an independent environmental and human health monitoring program to 

assure area residents that there is no release of radiological contaminates as the result of 

WIPP-related activities. As defined in the original grant, the project was implemented during 

the WIPP pre-disposal phase, and is now continuing throughout the operational (disposal) 

phase. The CEMRCôs WIPP environmental monitoring (WIPP-EM) project is organized and 

carried out independent of direct oversight by DOE.  Further, the project does not provide 

data to any regulatory body to meet the compliance demonstration requirements applicable to 

the WIPP. Instead, analytical results and interpretations from the WIPP-EM program are 

published by CEMRC, in the form of an annual report, to inform the citizens of Carlsbad and 

the surrounding area that there is no evidence of increases in radiological contaminants that 

can be attributed to releases from the WIPP. The success of such a monitoring program is 

important in terms of boosting public confidence and enhancing public acceptance; where a 

localityôs ñnot in my-backyardò attitude could hinder the siting of a nuclear waste repository 

anywhere in the world.   

 

A detailed description of the CEMRCôs WIPP-EM concepts, sampling design, and 

baseline studies has been presented in previous CEMRC annual reports which are available 

at the CEMRC website (www.cemrc.org). The following is a summary of the calendar year 

2011 activities for the major environmental mediums in the WIPP EM program. It is 

important to note that the first shipment of TRU nuclear waste was received at the WIPP 

facility on March 26, 1999; the first mixed waste shipment was received on September 9, 

2000; and the first shipment of higher-activity waste (called remote handled or RH waste) 

was received in the first part of 2007. The results summarized in this report cover samples 

collected through December 2011.  

 

Based on the radiological analyses of monitoring phase samples (collected since 

March 26, 1999) completed to date for area residents and for selected aerosols, soils, and 

drinking water, there is no evidence of increased radiological contamination in the region 

of the WIPP that could be attributed to any releases from the WIPP or due to the result of 

any WIPP-related activities. Levels of radiological and non-radiological analytes measured 

in 2011 were within the range of levels measured previously by CEMRC for the targeted 

analytes, and are within the ranges measured by other entities at the state and local levels 

prior to the start of the disposal phase in 1999. 

 

In 2003, CEMRC detected a small quantity of plutonium in a composite aerosol 

sample from the second calendar quarter. This discovery was corroborated by both 

Environmental Evaluation Group (EEG) and the M&O contractor Washington Tru Solutions 

http://www.cemrc.org/
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(WTS) through the analyses of samples that were independently collected and analyzed. The 

activity level of the plutonium was extremely low and well within historic background levels, 

but highlighted the ability of the CEMRCôs WIPP-EM program to detect radionuclides of 

interest at any level above the minimum detectable concentration (MDC). Further, CEMRC 

reported in 2007 a small quantity of plutonium in composite aerosol samples from the first 

and third quarters.  However, further analysis showed that these detections resulted from 

minor contamination during the gross alpha/beta measurements on filters which has since 

been corrected. Therefore, no plutonium was detected in 2007 above MDC. However, in 

2008, 2009, and 2010, CEMRC again detected a small quantity of plutonium in composite 

aerosol samples from the first, second, and third quarters respectively all of which were 

similar to the 2003 detection.  The CEMRC detections in 2008, 2009, and 2010 were 

corroborated by WTSôs monitoring activities as well.  

 

The challenges faced by CEMRC during 2011 has been to restructure and optimize 

the WIPP-EM activities in order to maintain a long-term environmental monitoring program 

that will contribute to maintaining the publicôs confidence with respect to the safe operation 

of the WIPP, to identify missing elements in our understanding of the WIPP environment 

that are not addressed by the ongoing and proposed long-term monitoring studies, and to 

initiate research programs to compliment these activities. The sampling schedule for the 

years 2011-2015 are shown in Table 0.1. 

 

Table 0.1. WIPP-EM Sampling Schedule 
(Aerosol sampling includes: Station A, Station B, and Ambient Air) 

 

  2011 2012 2013 2014 2015 

1
st
 

Qtr 
Aerosol Aerosol 

Aerosol & 

Drinking 

Water 

Aerosol 

Aerosol, 

Surface Water, 

and Sediment 

2
nd

 

Qtr 
Aerosol 

Aerosol, 

Surface Water 

and Sediment 

Aerosol Aerosol 

Aerosol & 

Drinking 

Water 

3
rd
 

Qtr 

Aerosol & 

Drinking 

Water 

Aerosol 

Aerosol, 

Surface Water 

and Sediment 

Aerosol & 

Drinking Water 
Aerosol 

4
th
 

Qtr 
Aerosol 

Aerosol, 

Drinking Water, 

and Soil 

Aerosol Aerosol & Soil Aerosol 

 

 

The scheduling and management of sample analyses collected in the WIPP-EM 

project are based on (1) priorities for providing information to the public, (2) relative risks of 

human exposure to contaminants among the various media sampled, (3) need for data 

validation and verification prior to release, (4) time constraints resulting from sample 

preparation and analysis procedures, (5) staff turnover resulting from the difficulty in 

attracting and retaining qualified staff in Carlsbad, (6) fluctuations in funding, and (7) time 

and resource coordination between and among the other entities in the facility.  
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Since the WIPP-EM program began, CEMRC has reduced the frequency of sampling 

of the various media and has reduced the number of target analytes primarily as the result of 

a decrease in resources over time.  Additionally, the justification for this reduction was based 

on the fact that, to date, there has been no evidence for any perturbation to drinking water, 

soils, surface water or sediments caused by the WIPP-related activities. Going forward, 

studies of airborne particulate matter (aerosols) will continue to be a major focus of the 

CEMRCôs environmental monitoring efforts since, in the event that radiological or non-

radiological contaminants are released from the WIPP or in the event of a nuclear accident 

like Fukushima, such contaminants could be rapidly dispersed through the atmosphere and 

spread throughout the environment. Likewise, monitoring of the public through the Lie 

Down and Be Counted (LDBC) program is of the utmost importance as humans are the most 

important target regardless of the transmission vector for contaminants.  

 

Additionally, past public surveys indicated that air monitoring and direct monitoring 

of people (whole body counting), followed by monitoring of drinking water, were the areas 

of greatest public interest. While it is highly unlikely that any radiological impacts from the 

WIPP will be detected through analyses of media other than air and people, CEMRC has 

determined that there is value in continued monitoring of soils, water (drinking water and 

surface water) and sediments in some form and frequency. Thus, a program has been 

implemented, that will be revised annually with input from various stakeholders, in which 

certain media other than air, people, and drinking water are sampled each year on a rotating 

basis (see Table 0.1). In 2011, that media was intended to be surface water, and sediments.  

Unfortunately, the collection of surface water and sediments did not materialize in 2011 due 

to recurring problems with the CEMRCôs boat, a vital piece of equipment needed for this 

activity.  The boat issues have since been resolved; therefore, the collection of surface water 

and sediment samples are expected to resume in the future. 

 

The continuation of the WIPP-EM and new WIPP-related projects reflect the Centerôs 

commitment to ensuring that the public, the WIPP workers, and the environment are 

protected from exposure to contaminants. It is likely that additional adjustments to the WIPP-

EM program will be needed as the Centerôs capabilities continue to evolve and as new 

WIPP-related entities and contractors move in new directions. 

 

The sampling media for the 2011 environmental monitoring program included 

airborne particulates (both FAS and ambient air), drinking water, and human whole body. 

These samples were analyzed for radionuclides, including natural uranium (
233/234

U, 
235

U, and 
238

U); potassium, 
40

K; transuranic actinides expected to be present in the waste stream 

(plutonium 
238

Pu, 
239+240

Pu, and americium 
241

Am), and major fission products (cesium, 
137

Cs 

and cobalt, 
60

Co). In addition, the CEMRC also analyzed Station A (FAS filters) and 

drinking water samples for non-radiological constituents.   Environmental levels of these 

radionuclides and inorganics could provide corroborating information on which to base 

conclusions regarding releases from WIPP facility operations. Table 0.2 summarizes the list 

of target radionuclides and inorganic constituents along with their type of radiation method 

of detection and reason for monitoring at the WIPP site.  
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Table 0.2. Radioactive Nuclides and Non-Radioactive Analytes  
Monitored at WIPP 

 

Radionuclide Radiation Detection Method Reason for Monitoring 
234U Alpha Alpha spectroscopy Naturally occurring 
235U Alpha Alpha spectroscopy Naturally occurring 
238U Alpha Alpha spectroscopy Naturally occurring 
40K Gamma Gamma spectroscopy Ubiquitous in nature 

238Pu Alpha Alpha spectroscopy Component of waste 
239+240Pu Alpha Alpha spectroscopy Component of waste 

241Am Alpha Alpha spectroscopy Component of waste 

137Cs Gamma Gamma spectroscopy 
Fission product/potential 

component of waste 

60Co Gamma Gamma spectroscopy 
Fission product/potential 

component of waste 

Key Inorganic 
Analytes (36 total) 

Symbol Detection Method Reason for Monitoring 

Aluminum Al ICP-MS 
Likely present in mixed 

waste 

Cadmium Cd ICP-MS 
Likely present in mixed 

waste 

Magnesium Mg ICP-MS 
Likely present in mixed 

waste 

Lead Pb ICP-MS 
Likely present in mixed 

waste 

Thorium Th ICP-MS 
Likely present in mixed 

waste 

Uranium U ICP-MS 
Likely present in mixed 

waste 

 

 

The radionuclides 
243

Am, 
242

Pu, and 
232

U are used as tracers in the CEMRC 

Radiochemistry Laboratory. Radionuclides are considered "detected" in a sample if the 

measured concentration or activity is greater than the total propagated uncertainty or standard 

deviation (SD) at the 2 sigma (2 × SD) level, and greater than the minimum detectable 

concentration (MDC). The MDC is determined by analytical laboratories based on the 

natural background radiation, the analytical technique, and inherent characteristics of the 

analytical equipment. The MDC represents the minimum concentration of a radionuclide 

detectable in a given sample using the given equipment and techniques with a specific 

statistical confidence (usually 95 percent). The SD is an estimate of the uncertainty in the 

measurement due to all sources, including counting error, measurement error, chemical 

recovery error, detector efficiency, randomness of radioactive decay, and any other sources 

of uncertainty. Measurements of radioactivity are actually probabilities due to the random 

nature of the disintegration process. A sample is decaying as it is being measured, so no finite 

value can be assigned. Instead, the ranges of possible activities are reported by incorporating 

the SDs of the method. 
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Aerosols 
 

Aerosol particle sampling is conducted at five locations (listed below) with samplers 

operating continuously at each location. The locations include a port inside the WIPP exhaust 

shaft (Station A), a point inside the WIPP exhaust but after the filtration system (Station B), a 

site approximately 0.1 km northwest (downwind) of the WIPP exhaust shaft (On Site 

station), a site approximately 1 km northwest (downwind) of the WIPP (Near Field station), 

and a site approximately 19 km southeast (upwind) of the WIPP (Cactus Flats station). In 

November 2006, CEMRC began collecting samples at Station B; however, these filters are 

not currently being analyzed. Depending upon discussions with stakeholders, these samples 

may be included for analysis in the future once procedures have been developed, tested, and 

implemented.  Results from the analysis of the aerosol samples for 2011 are reported in 

chapter 1 of this report. 

 

Soils 
 

During 2011, no soil samples were collected or analyzed but as can be seen in Table 

0.1, are currently slated to be part of the sampling/analysis schedule for 2012.  

 

Surface Water and Sediments 
 

As mentioned previously, recurring issues with the CEMRC boat prevented the 

collection of surface water and sediment samples in 2011.  However, these media are 

currently scheduled to be collected for analysis in 2012 as well.   

 

Drinking Water 
 

The WIPP-EM studies of ground water focus on the major drinking water supplies 

used by communities in the WIPP region because these are often perceived by the public as a 

potential route for contaminants to reach humans. During 2011, drinking water samples were 

collected in the month of July from Carlsbad (Sheep Draw and Double Eagle), Loving, 

Malaga, Otis, and Hobbs.  Results from the analysis of the samples from these well fields for 

2011 are reported in chapter 2 of this report. 

 

Human Population 
 

The Lie Down and Be Counted (LDBC) project serves as a component of the WIPP-

EM program that directly addresses the general concern about personal exposure to 

contaminants shared by residents who live near DOE sites. As in other aspects of the WIPP 

EM program, in vivo bioassay testing was used to establish a baseline profile of internally-

deposited radionuclides in a sample of local residents before disposal phase operations 

began, and has continued into the disposal phase to the present. The sampling design includes 

solicitation of volunteers from all segments of the community, with sample sizes sufficient to 

meet or exceed a 15% range in margin of error for comparisons between major population 

ethnicity and gender categories as identified in the 1990 census. Radiobioassays of the 

original volunteer cohort have been ongoing since July 1999. New volunteers will continue 

to be recruited each year to establish new study cohorts and replace volunteer attrition. It has 
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been difficult to attract new volunteers and to bring back previous volunteers for recounts. 

Previous fear or concern appears to have waned in the region as WIPP operations continue to 

proceed with no serious incidents and as the number of citizen volunteers for the LDBC 

continue to decline from previous years. Results of the LDBC project through December 

2011 are reported in chapter 3 of this report. 

 

Radiochemical and Activity Units 
 

The primary unit of activity, or radioactivity, used in this report is the becquerel (Bq) 

which is equal to one disintegration of a nucleus per second. This disintegration gives rise to 

the ejection of a particle or ray of ionizing radiation, either an alpha, beta, neutron, or 

gamma. Sometimes the unit Curie (Ci) is used and is equal to 3.7 x 10
10

 Bq. 

 

QUALITY ASSURANCE 
 

The CEMRC is subject to the policies, procedures and guidelines adopted by New 

Mexico State University (NMSU), as well as by state and federal laws and regulations that 

govern the operation of the University and radiological facilities. The management of 

CEMRC is committed to conducting a well-defined quality assurance program, incorporating 

good professional practice and focusing on the quality of its testing and calibration processes 

in research and service to its sponsors. CEMRC technical programmatic areas in 2011 

included: Environmental Chemistry (EC), Organic Chemistry (OC), Radiochemistry (RC), 

Field Programs (FP), Information Management (IM) and Internal Dosimetry (ID). The 

development and implementation of an independent health and environmental monitoring 

program has been CEMRCôs primary activity since its establishment in 1991. 

 

Project Reporting Requirements 
 

Since its inception, CEMRCôs WIPP-EM program has been conducted as a scientific 

investigation, meaning that these activities are conducted without any compliance, 

regulatory, or oversight responsibilities. As such, there are no specific requirements for 

reporting data other than the adoption of good scientific practices. An example of reporting 

decisions made by CEMRC for this program is whether to correct or not to correct data for 

blanks. The decision to subtract blanks from the monitoring data was made by the senior staff 

in the mid-1990s because the consensus opinion was that this procedure provided the best 

means for determining the analytesô true concentrations, i.e. bias-free estimates of the values. 

The practice of correcting environmental data for blanks is well established, as described by 

the International Union of Pure and Applied Chemistry (IUPAC) and the International 

Organization for Standardization (ISO). See also 

http://epa.gov/waterscience/methods/det/faca/mtg20051208/blank.html  

 

Quality Assurance Program 
 

Beginning in early 2002, a significant effort was devoted to refining CEMRCôs 

quality system to meet applicable requirements of the U.S. DOE Carlsbad Field Officeôs 

(DOE/CBFO) Quality Assurance Program Document (QAPD, CAO-94-1012). This effort 

was in response to the DOE/CBFOôs request for a change in CEMRCôs direction to allow it 

http://epa.gov/waterscience/
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to become more closely aligned with scientific and analytical activities seen by DOE/CBFO 

to support the safe and efficient operation of WIPP. As a result, CEMRC produced a center-

wide Quality Assurance Plan (QAP), CP-QAP-004, which was subsequently submitted to 

and approved by DOE/CBFO.  

 

Internal audits were performed during 2011 on the following programmatic areas: 

Environmental Chemistry, Field Programs, Information Management, Internal Dosimetry, 

Organic Chemistry, and Document Control. A summary of 2011 audits is reported in 

Appendix C. 

 

Quality Assurance/ Quality Control for Organic Chemistry 
 

The following audits were conducted on the Organic Chemistry group: A WTS 

quality assurance (QA) audit was conducted in June 2011 as part of the routine yearly audits 

for VOCs Confirmatory Monitoring Program including VOC, Hydrogen and Methane 

sample analysis, and canister cleaning and certification services. The program and process 

established and implemented by the Organic Chemistry group passed the audit successfully 

without any findings. 

 

Additionally, a CEMRC internal audit was also conducted on the OC group in July 

2011 in compliance with the Centerôs QAP.  This audit concluded that the OC group 

continues to operate an effective and responsive program. 

 

Lastly, independent quality assurance samples, true values not known at the time of 

analysis, were also obtained from an outside source (Wibby Environmental, a Phenomenex 

Company) in 2011 to verify the performance of the instrumentation and the proficiency of 

the analyst. The OC group passed the study successfully for all target VOCs. Moreover, 

analysts were able to identify all other non-target analytes present in the sample. 

 

Quality Assurance/Quality Control for Radioanalyses 
 

Routine quality assurance/quality control activities conducted for radio-analyses 

include tracking and verification of analytical instrument performance, the use of American 

Chemical Society certified reagents, the use of National Institute of Standards and 

Technology (NIST) traceable radionuclide solutions, and verification testing of radionuclide 

concentrations for tracers not purchased directly from NIST or Eckert & Ziegler Analytics.  

When making laboratory solutions, volumes and lot numbers of stock chemicals are 

recorded. Prior to weighing radionuclide tracers and samples, the balance being used is 

checked using NIST traceable weights. 

 

Control checks were performed on all counting instrumentation each work day or 

prior to the counting of a new sample. The type of instrument and methods used for 

performance checks were as follows: 

 

For the Protean 9604 gas-flow Ŭ/ɓ proportional counter used to measure the gross 

alpha/beta on FAS filters, efficiency control charting was performed using 
239

Pu and 
90

Sr 

check sources and checks were made to ensure that Ŭ/ɓ cross-talk was within limits. 
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Additionally, sixty-minute background counts were recorded daily and 20-hour FAS filter 

blank counts were recorded every two weeks. Lastly, two blanks per week for the FAS 

program were counted for 20 hours and were used as a background history for calculating 

results.  

 

For the high purity germanium (HPGe) detector systems, routine background 

determinations were made by counting blank samples and the data was used to blank correct 

the sample concentrations.  

 

For the Oxford Oasis alpha spectrometer, efficiency, resolution and centroid control 

charting was performed using 
148

Gd and 
244

Cm check sources on a regular basis. Before each 

sample count, pulser checks were performed to ensure acceptable detector resolution and 

centroid position. Blanks counted for 5 days were used as a background history for 

calculating results. 

 

The radiochemical equations used for the calculation of minimum detection 

concentration (MDC), standard deviation (SD) are described in Appendix D. The accuracy of 

the radiochemical analyses was evaluated by analyzing calibration standards, method blanks 

(tracer blank), and laboratory control samples (LCSs or blank spikes). LCSs are QC samples 

that check whether the analysis procedure is in control or not. Analysis of LCSs containing 

the isotopes of interest was performed on a minimum 10% basis (one per every batch of ten 

or fewer samples). LCS results for each isotope were tracked on a running basis using control 

charts. All radiological LCS results fell within the acceptable ranges, indicating good 

accuracy.  

 

Laboratory procedural and instrument accuracy was also verified through 

participation in the DOE Mixed-Analyte Performance Evaluation Program (MAPEP) and 

National Institute of Standards and Technology - Radiochemistry Intercomparison Program 

(NIST-NRIP) interlaboratory comparison programs. Under these programs, CEMRC 

analyzed blind check samples with the analysis results compared against official results 

measured by the MAPEP and NRIP laboratories. Performance was established by percent 

bias, calculated as shown in Tables E.1 ï E.3. During 2010-2011, CEMRCôs radiochemistry 

program analyzed MAPEP air filter, water, and soil; MAPEP gross alpha/beta for air filters 

and water; and NIST-NRIP glass fiber filter, acidified water and soil samples. Isotopes of 

interest in these performance evaluation programs were 
233/234

U, 
238

U, 
238

Pu, 
239+240

Pu, 
241

Am 

and some gamma radionuclides. The analyses were performed using CEMRCôs actinide 

separation procedures and were treated as a regular sample set to test normal performance. 

CEMRCôs results were consistently close to the known value. Results from the MAPEP and 

NIST-NRIP proficiency tests are presented in Appendices D. Only two analysis results, 
241

Am in MAPEP radiological filter (RdF25) matrix and gross beta activity on filter (GrF25), 

did not meet the accuracy acceptance criteria. Based on the number of A (Acceptable) ratings 

earned by CEMRC for the analysis of performance evaluation samples, the laboratory 

provided accurate and reliable radionuclide analysis data for the WIPP environmental 

samples. 

 

 



Overview 

 
Carlsbad Environmental Monitoring & Research Center 2011 Report 11 

Quality Assurance/Quality Control for Environmental Chemistry 
Inorganic Analyses 
 

The analytical methods employed for inorganic analyses in the environmental 

chemistry program at CEMRC are based, when applicable, on various standard procedures 

such as EPA 200.8 and EPA 6020. For some matrix/analyte combinations, appropriate 

external standard procedures do not exist, and for those cases, specialized procedures have 

been developed to meet the needs of the WIPP-EM program and other research projects. 

Additionally, a CEMRC internal audit was conducted on the EC group in February 2011 in 

compliance with the Centerôs QAP.  The exit report for the audit maintained that the EC 

group continues to operate an effective and responsive program.  However, because several 

years had lapsed since the EC group had last been audited; the EC group did receive several 

findings and observations, a majority of which consisted of documentation-related concerns.  

Additionally, while many of the findings and observations were corrected during the course 

of the audit, all findings and observations have since been corrected or addressed, and 

therefore, the EC group is operating more efficiently as a result of this process. 

 

Calibration checks are performed on all EC balances using NIST traceable weights 

prior to each use. All pipettes used for quantitative transfer of samples are checked for 

calibration monthly. All instrumentation is calibrated prior to each sample analysis. All 

labware not already purchased as ñmetal freeò are acid-cleaned in-house and all reagents 

used for calibration, sample dilution, and analysis are either purchased as certified trace-

metal grade or distilled in-house using a sub-boiling quartz distillation apparatus. 

 

For all environmental chemistry analyses, QC samples are analyzed with each sample 

batch as an indicator of the reliability of the data produced. The types, frequencies of 

analysis, and limits for these QC samples have been established in a set of standard operating 

procedures.  Calibration checks are run at the start of each sample analyses and periodically 

throughout the sample run.  Other QC samples checks include, but are not limited to, 

Laboratory Reagent Blanks (LRBs), Laboratory Fortified Blanks (LFBs), duplicates, and 

Laboratory Fortified Matrix samples (LFMs). In cases where duplicate aliquots from the 

original sample were not feasible (such as FAS filters), separate aliquots of the sample 

extract were analyzed for the duplicate and LFM analyses. All samples and standards for 

elemental analysis are spiked with an internal standard to determine sensitivity and 

malfunction during analysis. 

 

Method detection limit (MDL) is determined annually for each analyte as per EC 

procedures as outlined in 40 Code of Federal Regulations (CFR) Part 136, Appendix B.  

 

Independent quality assurance samples are obtained and analyzed to verify the 

performance of the instrumentation and the proficiency of the analyst. Annually, blind 

samples (obtained from an outside source, with true values not known at the time of analysis) 

are analyzed. However, since blind samples are usually diluted many times, the instrument is 

not optimized for any one or group of elements, and the instrument measures such a large 

number of analytes at one time at or near their MDLs, several analytes often exceed the 

acceptable range by several percent.  Elements commonly falling into this category include 

aluminum, beryllium, cobalt, and iron, which increases the overall uncertainty of the 
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analyses. Examples of results from a blind sample (from the Environmental Resource 

Associates [ERA] WatR
TM

 Supply Proficiency Testing Study) for 2011 (the time period in 

which the 2011 samples were analyzed) are given in Figure D.2 and Table D.4 gives an 

example of the daily performance tests for ICP-MS. 

 

Quality Assurance/Quality Control for Field Sampling 
 

For the collection of most WIPP-EM samples, no external standard procedures are 

considered completely appropriate for the objectives of the studies. In these cases, 

customized plans are developed and documented. After the activity is completed, the plan is 

revised to reflect any departures from the original plan, and documented to file. For most 

environmental media, the sampling plans combine selected standard procedures with specific 

adaptations to address scientific objectives of interest. For example, procedures for collection 

and preservation of samples for compliance with the Safe Drinking Water Act requirements 

are applied to the collection of drinking water and surface water samples, but the locations of 

sample collection are selected on the basis of other criteria. Likewise, high-volume air 

samplers are operated to meet an EPA standard of 1.13 m
3
min

-1
, but the frequency of filter 

replacement is based on optimal loading for radioanalysis.  

 

Logbooks are maintained by technical staff in field operations to record locations and 

other specifics of sample collection, as well as data on instrument identification, 

performance, calibration and maintenance. Data generated from field sampling equipment are 

error-checked by using routine cross checks, control charts and graphical summaries. Most 

data collected in written form are also entered in electronic files with electronic copies being 

crosschecked against the original data forms on a routine basis. All electronic files are 

backed up daily and paper documents are digitized and backed up monthly. 

 

Calibration and maintenance of equipment and analytical instruments are carried out 

on predetermined schedules coinciding with manufacturerôs specifications or modified to 

special project needs. Calibrations are either carried out by equipment vendors or by CEMRC 

personnel using certified calibration standards.  

 

Quality Assurance/Quality Control for Internal Dosimetry 
 

The in vivo bioassay program at CEMRC participates in the Department of Energyôs 

In Vivo Laboratory Accreditation Program (DOELAP) via the WIPP, and is currently 

accredited as a service laboratory to perform the following direct bioassays: 

 

 Transuranic elements via low energy X-ray in lungs 

 
241

Am in lungs 

 
234

Th in lungs 

 
235

U in lungs 

 Fission and activation products in lungs including 
54

Mn, 
58

Co, 
60

Co and 
144

Ce 

 Fission and activation products in total body including 
134

Cs and 
137

Cs 

 

Under DOELAP, the in vivo bioassay program is subject to the performance and 

quality assurance requirements specified in Department of Energy Laboratory Accreditation 
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Program for Radiobioassay (DOE-STD-1112-98) and Performance Criteria for 

Radiobioassay (ANSI-N13.30). A DOELAP testing cycle was completed in 2009-2010 that 

included counting phantoms representative of each of the categories listed above. The next 

testing cycle is scheduled for 2013/2014. 

 

To evaluate system performance, quality control data were routinely collected 

throughout the year in order to verify that the lung and whole body counting system was 

operating as it was at the time the system was calibrated. Quality control parameters that 

track both overall system performance and individual detector performance were measured. 

Quality control parameters tracked to evaluate individual detector performance, included: 

 

 Net peak area, peak centroid and peak resolution, commonly referred to as full-width, 

half-maximum (FWHM) across the energy range of the spectrum, 

 Detector background  

 

Quality control parameters tracked to assess overall system performance included:  

 

 Mean-weighted activity of a standard source 

 Summed detector background 

 

In addition, calibration verification counts were routinely performed using NIST-

traceable standards and phantoms. 

 

Additionally, the Internal Dosimetry program also participated in an intercomparison 

study program for whole body counting administered by Oak Ridge National Laboratory 

(ORNL). Under this program, bottle phantoms containing unknown amounts of 
137

Cs, 
60

Co, 
57

Co, 
88

Y and 
133

Ba were sent to CEMRC quarterly. The phantoms were counted on the lung 

and whole body counting system and the measured activities were reported back to ORNL 

and compared against the known activities. Table D.1 shows an example of results for the 

last three quarters of 2010 and the first three quarters of 2011. For all years since CEMRC 

began participating in the ORNL program, CEMRC has consistently out-performed all other 

laboratories in this area. 
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Figure 0.1. CEMRC Organizational Chart
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CHAPTER 1 
 

WIPP Exhaust Air Monitoring 
 

Introduction 
 

The WIPP exhaust air from the underground is measured by four monitoring stations 

referred to as Stations A, B, C, and D. Each station is equipped with at least one skid-

mounted particulate air sampler, called a fixed-air sampler (FAS). Station A is an above-

ground air sampling platform that is shared by several other environmental monitoring 

groups.  At this station, unfiltered air is exhausted from the repository to the atmosphere. At 

station B, HEPA (High Efficiency Particulate Air) filters are first used to filter the exhaust 

from the repository. While in filtration mode, stations A and B are mutually exclusive (i.e., 

when air is exhausted from station A, none is exhausted from station B and vice versa). Both 

stations A and B sample the same air when operating in the maintenance bypass, reduced, or 

minimum mode. Station C is used to sample the exhaust from the WHB (Waste Handling 

Building). Prior to sampling activities at station C, the collective air passes through HEPA 

filters. Lastly, station D is located at the base of the exhaust shaft and occasionally serves as 

a back-up skid for station A. 

 

The effluent studies at Station A are a major component of CEMRCôs WIPP 

Environmental Monitoring (WIPP-EM) program. Station A is an above-ground air sampling 

platform shared with several other groups, and sampling operations there provide a way to 

monitor for releases of radionuclides and other substances in the exhaust air from the WIPP. 

In addition, should radioactive materials be released from the facility, one would expect to 

detect it at Station A before it is observed in the local population or environment. Therefore, 

CEMRC has developed procedures and methods to provide a ñquick lookò (i.e. within a few 

days when possible) at radioactive materials present in the exhaust air. Under this scenario, 

the data from Station A provide a preliminary look at the monitoring results and, while these 

results are less specific and less detailed than those from the other studies, the data can be 

used to trigger more detailed investigations when appropriate. 

 

The sensitivity of the CEMRC WIPP-EM program at Station A was first 

demonstrated in January 2001 when CEMRC found elevated gross beta radioactivity in the 

FAS sample filters. Further investigations eventually traced the source of the beta emitter(s) 

to the discharge of a fire extinguisher underground; however, the incident was notable 

because it demonstrated, for the first time, the ability of the monitoring system to detect a 

non-routine event. A second incident occurred in the second calendar quarter of 2003 when 

CEMRCôs scientists reported that they had detected a small quantity of plutonium (
239+240 

Pu) 

in a composite aerosol sample. This discovery was later corroborated by both EEG 

(Environmental Evaluation Group) and WTS through the analyses of samples that were 

independently collected and analyzed. The detection of Pu in the exhaust air led to the 

issuance of a CEMRC report to the U.S. Department of Energy (DOE) and a briefing 

presented to the New Mexico Environment Department (NMED). Although the activity was 

extremely low and well within historic background, it indicated the ability of the monitoring 

program to detect radionuclides of interest at any level above the MDC. Similarly, trace 

concentrations of 
239+240

Pu, 
238

Pu and americium (
241

Am) were detected in February, 2008; 
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April, 2009; and July, 2010 composite samples by CEMRC scientists. These detections were 

also corroborated by both WTS and NMED as well. As both 
238

Pu and 
239+240

Pu were 

detected above MDC, the activity ratios between 
238

Pu to 
239+240

Pu were calculated in order to 

understand the source of these radionuclides in the WIPP exhaust air samples. The mean 
238

Pu to 
239+240

Pu activity ratio of 0.025±0.004 observed in these samples are consistent with 

the source being largely related to global fallout. Within global fallout, atmospheric nuclear 

tests have been the major source of radiological contamination to date in the environment. 

Approximately 6 tons of 
239

Pu were introduced into the environment from more than 500 

atmospheric weapon tests conducted between 1945 and 1980 (Vincent et al., 1997). This 

fallout was distributed globally at an approximately 3:1 ratio between the northern 

hemisphere and the southern hemisphere. Additionally, local and regional contaminations of 

plutonium in the environment have resulted from nuclear accidents such as Chernobyl and 

Fukushima. These events resulted in the release of substantial quantities of radioactive 

contaminants into the global environment. Currently, 
238

Pu, 
239

Pu, and 
240

Pu isotopes can be 

measured as traces in environmental samples with a 
238

Pu to 
239+240

Pu activity ratio of 0.03 at 

mean latitudes of 40
o
-50

o
 N (UNSCEAR, 1982). 

 
Sample Collection 
 

CEMRC commenced sampling of the WIPP exhaust air at Station A on December 12, 

1998. Detailed descriptions of the sampling and analytical methods have been included in 

prior CEMRC Annual Reports which are available on the CEMRC website www.cemrc.org . 

In brief, the WIPP air samples for stations A, B, and D are collected on 3.m pore size,  

mm diameter Versapor® membrane filters with the use of a shrouded probe, commonly 

referred to as a fixed air sampler or FAS. The volume of air sampled at each location varies 

depending on the sampling location and configuration. 

 

There are actually three shrouded-probe aerosol samplers at Station A (Figure 1.1); 

these are located on three separate sampling skids referred to as A1, A2 and A3. The 

airstream sampled by each skid is split among three legs such that three concurrent samples 

can be collected from each skid. The airflow through the FAS is approximately 170 

liters/minute (6.0 cubic feet per minute, cfm). The samples at Station A are typically 

collected daily except for weekends with weekend samples running from Friday to Monday 

so that continuous coverage is maintained. Occasionally, however, more than one sample per 

day is collected if the flow rate on any of the sampler legs drops below 1.8 cfm.  Under this 

scenario, a low-flow alarm on the sampler is activated and the filters are changed. In 2011, a 

total of 444 filters were collected from Station A. The number of filters collected each year 

from station A is shown in Figure 1.2.  

 

http://www.cemrc.org/


WIPP Exhaust Air Monitoring 

 
Carlsbad Environmental Monitoring & Research Center 2011 Report 1-3 

 
 

  Figure 1.1. Fixed Air Samplers at Station A 
 

 
 

Figure 1.2. Number of FAS Filters Collected from Station A 
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After the 2003 Pu detection, CEMRC implemented an additional FAS filter, called 

the Trip Blank, which is a blank filter that accompanies the sample filter throughout the 

whole process, including transportation to and from the WIPP site as well as being placed on 

the collector for approximately 15 seconds before being removed and placed in a sealed 

container. Unlike the laboratory and reagent blanks, the Trip Blank can reflect sampling 

errors or field contamination that is independent of laboratory procedures and reagents. 

 

  

 
 

Figure 1.3. Flow Diagram Showing the Handling and Analysis of FAS Filters 

 
 

Sample Preparation and Analysis 
 

All analyses of the FAS filters are performed according to the methods detailed in the 

CEMRC document-controlled, standard operating procedures. A simplified scheme of the 

sample preparation process is shown in Figure 1.3. 

 

Once the samples are collected from the field and returned to the laboratory, the 

individual filters are desiccated for two days to ensure that any moisture on the filters are 

evaporated and to ensure a complete decay of daughter products of 
222

Rn. Once dried, the 

filters are then weighed to determine mass loadings. Following the desiccating and weighing 

process, the filters are counted for gross alpha/beta activities using a low-background gas 

proportional counter (LB4100 Canberra, and more recently starting in April 2006, a Protean 

MPC9604). The use of such a counter is described in an American National Standards 

Institute Publication (ANSI 1997). The gas proportional counter can operate in two modes: 

(1) alpha then beta and (2) alpha/beta (ANSI 1997). Mode (1) is more useful, as it allows 

simultaneous detection. In this case, the detector operates at the - plateau, while alpha and 

beta particles can be distinguished by either pulse height or pulse shape or both (Currie and 

Lindstrom 1973; Wink et al. 1993). The main interference is from crosstalk or spillover in 

the case of pulse height or pulse shape, respectively. While gross screening analyses are not 
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as accurate nor as precise as more detailed radiochemical separations, they are intended to 

provide rapid information associated with a particular action level with minimal chemical 

preparation. Additionally, these types of analyses are not intended to give ñabsoluteò activity 

measurements, but rather ñorder-of magnitudeò. Therefore, its main advantages are relatively 

low costs and simplicity (Semkow et al., 2004).  

 

In preparation for gross alpha/beta counting, the filter is centered on a stainless steel 

planchet. The standard planchets for the alpha and beta were prepared from certified 

solutions of 
239

Pu and 
90

Sr/
90

Y obtained from Analytics, Inc. (Atlanta, GA, USA). The 

planchet is counted on a low-background gas proportional counter for 1,200 minutes. The 

sample detectors are gas flow window type counters with an ultra-thin window. The counting 

gas was P-10, which is a mixture of 90% argon and 10% methane. The operating voltage on 

the detector was selected as 1,450V. All samples flow at a pressure slightly exceeding 

atmospheric. The window consists of 80 g/cm Mylar foil with a tint of evaporated Au. The 

small size of the detector and the guard ensure a very low background in this system, ~0.5 

and ~0.04 counts per minute for beta and alpha respectively. Daily performance checks are 

done using calibration sources, 
239

Pu for alpha and 
90

Sr/
90

Y for beta, for efficiency control 

charting (2  warning and 3 limits) and ensuring that alpha/beta cross-talk are within limits 

(Ò 0% Ŭ into beta and Ò 0.1% beta into alpha ). Sixty-minute background counts are also 

recorded daily (count must be within the mean background ±3) by counting an empty 

planchet. The self-absorption curve was obtained individually for alpha and beta and used for 

all sample counts. The mean counting efficiencies for the system are found to be around 25% 

for alpha and 40% for beta. 

 

Since the levels of radioactivity encountered in environmental samples are typically 

low, a long counting time is often necessary. The detection limit, i.e., minimum detectable 

concentration (MDC), is calculated from a combination of instrument calibration parameters 

(efficiency, attenuation factor, background and background counting time) and sample 

parameters (residual mass, volume and sample counting time). The levels not detected or less 

than MDC occur when the activity concentration is less than calculated uncertainty. 

 

The gross alpha and beta activities are expressed in the following two ways. First, the 

activity concentration is calculated as the activity per unit volume of air sampled (Bq/m
3
). 

Second, activity density is calculated as the activity per unit aerosol mass collected (Bq/g). 

The flow volume (per cubic meter) and the mass loading (mg) on the monthly composite 

samples are listed in Table 1.1.  

 

Samples for actinide and inorganic analyses are prepared by using microwave acid 

digestion in a CEM MARSÊ XpressÊ microwave unit according to CEMRC procedures.  . 

Individual FAS filters are placed in separate Teflon vessels and digested at 195ôC using an 

acid matrix consisting of nitric acid, hydrochloric acid, and hydrofluoric acid.  A blank filter 

and Certified Reference Material (CRM) filter are also digested in the same manner for QC-

purposes.  All acids used in the digestions are concentrated and purified either by using a 

Milestone Inc. sub-boiling quartz distillation apparatus or purchased as ñtrace metalò grade.  

After digestion, the FAS filter solutions are then combined into weekly composites and a 

small aliquot of each weekly composite is removed for inorganic analysis by inductively-

coupled Plasma Mass Spectrometry (ICP-MS). 
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The weekly composites are then combined into monthly composite samples for the 

determination of actinide and gamma measurements. The detection and measurement of 

gamma radionuclides on filter samples are carried out using a low-background, HPGe co-

axial detector with a count time of 48 hours. Only one half of the composite sample is 

normally used for the determination of the actinide activities and the remaining aliquot is 

archived. The composite sample is evaporated to dryness, and the residue is digested in 

perchloric acid (HClO4) to destroy the black residue, which consists mostly of diesel exhaust 

particulates. The actinides are then separated as a group by co-precipitation on iron III oxide 

(Fe(OH)3). Pu is separated on an anion exchange, AG1-X8 in 8M nitric acid (HNO3) and 

purified on a second anion exchange column in 8M hydrochloric acid (HCl). Am and 

uranium (U) are separated on TRU extraction chromatography column followed by 

purification of U on an anion exchange column. The samples are then micro-co-precipitated 

with a neodymium carrier (Nd-carrier) and counted on an alpha spectrometer for 5 days. 

 

The primary purpose of the WIPP-EM plan, including the studies at Station A, has 

been to compare pre- vs. post-disposal conditions. The WIPP received its first radioactive 

waste shipments on March 26, 1999.  This is considered to be the cut-off date separating the 

pre-disposal phase from the post-disposal, or operational phase.  The first shipment of mixed 

waste arrived at the WIPP on September 9, 2000.  Data for samples collected prior to this 

date compose a pre-mixed waste baseline for the elemental data, while those collected 

afterwards are considered operational.  In Figures 1.4 through 1.8 and Figures 1.22 through 

1.27 discussed in the Radiological and Non-Radiological sections below, data points are 

distinguished by color for the pre-operational and operational monitoring. 

 

 

RADIOLOGICAL MONITORING RESULTS 
 

Gross Alpha and Beta Activities and Aerosol Mass Loadings 
 

The gross alpha and beta activities in the samples collected prior to the receipt of the 

first waste shipment represent the pre-disposal background, and the bulk of the activity in 

those samples results from naturally occurring radioactive materials, specifically radon 

daughters. Summary statistics for mass loading and gross alpha/beta are given in Tables 1.2, 

1.3, and 1.4. Additionally, as shown in Table 1.2, the pre-operational gross alpha activity 

densities and concentrations were both low compared with the annual mean values for the 

first five years of operation, but have gone back up above the pre-operational levels during 

2007-2011. Gross alpha activities exhibit clear seasonal variability with peaks occurring in 

the winter (Figures 1.4 and 1.5). An especially pronounced annual cycle in alpha activity 

concentrations, with high values in December and January and low values mid-year was seen 

in 2004 to 2005 and again in 2007 to 2008. In 2011, activities appear to have gone back up to 

pre-operational levels and an overall slightly increasing trend can be seen over the years from 

2003 to 2011. 

 

Similar seasonal trends in gross beta data can be seen in Figures 1.6 and 1.7. The 

pronounced annual cycle in beta activity concentrations, with high values in December and 

January and low values mid-year are seen through all the operational monitoring period from 

2000 through 2011. The beta activity concentration of 58.4 mBq/m
3
 observed in 2001 (Table 
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1.3 and Figure 1.7) is due to contamination released from an under-ground fire extinguisher. 

Overall beta activities have remained consistent over the years. As shown in Figures 1.6 and 

1.7, the beta density and concentration have not increased during the monitoring period. The 

reported gross alpha and beta activities are normalized by dividing the measured activities by 

the mass loadings on the sample filters or by the volume of air sampled. Therefore trends in 

the  activity densities could either be due to changes in the amount of radioactivity in the 

sample or the aerosol mass in the samples (the volumes of air sampled, which are not shown, 

have changed little during the course of the program and so there should be little or no effect 

on the activity concentrations). A time-series plot of the aerosol mass loadings (Figures 1.8) 

show a trend towards lower sample masses beginning in 2004 and also less scatter in the 

gravimetric data and then increases again in late 2007 through 2011. The latter point is also 

evident in Table 1-4, which shows that the relative standard error, i.e. the standard error 

divided by the arithmetic mean and expressed as a percentage, was Ò 8% in 2000 and 2003-

2009 of the study compared with 10% to 20% in 1999, 2001, 2002, 2010, and 2011. This 

decrease in aerosol mass loadings would directly contribute to the high alpha activity 

densities observed in the more recent years of the WIPP-EM. The average mass loadings on 

Station A filters from 1998-2011 are plotted in Figure 1.9 to show the trend.  

 

The weekly and monthly average of gross alpha and gross beta activity concentrations 

measured in Station A samples from 1998 to 2011 are shown in Figures 1.10 to 1.13. Gross 

activity concentrations appear to increase during summer and autumn months. The annual 

average of gross alpha and beta activity concentration measured in Station A samples are 

shown in Figure 1.14. The activity concentrations of alpha and beta emitters have not 

changed greatly since the inception of the studies; the gross alpha activities appeared to 

decrease slightly after the WIPP became operational and then in 2007 and 2008 began to 

increase again to pre-disposal levels, while beta activity remains slightly lower than pre-

operational levels. The observed trends may be results of environmental phenomena, changes 

in WIPP operational practices, or a combination of these factors. The most noticeable 

decrease in these measurements appeared to coincide with increased mining activity at the 

WIPP. The maximum detectable concentrations of gross alpha and beta as well as aerosol 

mass loading in Station A filters from 1998 to 2011 are summarized in Table 1.5. The high 

mass loading is usually associated with low gross alpha/beta activity. This is consistent with 

the previous studies in which it has been shown that WIPP salts contain lower amounts of 

naturally occurring radioactive elements (e.g., U and Th) than crustally-derived materials 

(USDOE, 2000). This suggests that operations at the WIPP (e.g., salt from the underground 

mining, construction or road dust) may have generated some aerosols that contributed to the 

mass loadings but contain less naturally occurring radionuclides than ambient aerosols 

typically do. It would be expected that as the proportion of salt per unit of aerosol mass 

increases, radioactivity per unit mass in WIPP effluents would decrease.   

 

Actinide Data 
 

Results of actinide analyses performed on monthly FAS composite samples are 

presented in Table 1.6. Whenever the word ñsampleò is used in this section, it should be 

taken to mean ña monthly composite FAS sampleò. 

 



WIPP Exhaust Air Monitoring 

 
1-8 Carlsbad Environmental Monitoring & Research Center 2011 Report 

No detectable concentrations of 
238

Pu, 
239+240

Pu or 
241

Am were detected in any of the 

2011 samples. However, a trace amount of cesium (
134

Cs) and (
137

Cs) was detected in the 

March monthly composite samples due to the Fukushima NPP accident in Japan. For more 

information on this event, see chapter 7 of this report. To confirm the detection of cesium 

isotopes in the March primary monthly composite sample, the March backup monthly 

composite sample was also analyzed. The re-analysis of the backup samples also showed a 

detection of 
134

Cs and 
137

Cs. It is important to note that prior to this instance, CEMRC has 

not detected isotopes of cesium in any of the composite samples since the monitoring 

operations began in 1998. Therefore, the detection of Fukushima radionuclides further 

highlight the sensitivity of the CEMRC analysis and help assure local community 

constituents that no amount of radionuclide can go undetected by the CEMRC 

monitoring stations. 

 

The activity concentrations of 
239+240

Pu, 
238

Pu, 
241

Am, 
134

Cs, 
137

Cs, and cobalt (
60

Co) 

measured in the 2011 monthly composite samples are illustrated in Figures 1.15 to 1.20. As 

shown in Figures 1.18 and 1.19, the activities of the 
137

Cs and 
134

Cs isotopes were above 

detection limits for the month of March, 2011. The time series of the 
239+240

Pu and 
241

Am and 
239+240

Pu and 
238

Pu activity concentrations in the WIPP exhaust air from the period from 1998 

to 2011 are shown in Figures 1.21 and 1.22, respectively. An analysis of historical 

operational data indicates occasional detections of trace amount of 
239+240

Pu, 
238

Pu, 
241

Am 

and 
137

Cs in the exhaust air release from the WIPP. From 2000 until 2011, only ten 

measurements can be declared as a detection of a radionuclide. These measurements are 

listed in Table 1.7. For comparison, the values detected above detection limits by WTS are 

listed in Table 1.8. The consistency between the CEMRC and WTS data further reflects high 

quality and sensitivity of CEMRCôs monitoring results. However, it should be noted that 

these activities were extremely low and well below the action level of 37 Bq/m
3
 that triggers 

the Continuous Air Monitors (CAMs) that are distributed throughout the WIPP. The 

historical average radionuclide concentrations data of 
239+240

Pu, 
238

Pu, 
241

Am measured by 

CEMRC from 2000-2011 are summarized in Tables 1.9 to 1.11. 

 

The naturally occurring isotopes of U were detected in all monthly FAS composites 

in 2011. The average 
234

U/
238

U activity ratio of 1.66±0.22 in the WIPP underground air 

samples indicates the presence of natural U (Table 1.12). 
234

U results were similar to those of 
238

U for activity concentration and density, indicating secular equilibrium between the two 

isotopes. These results are consistent with those reported in previous CEMRC, reports. 

 

With the exception of occasional detections from 
40

K, no detectable gamma-emitting 

radio-nuclides were observed during the monitoring period 2011. The minimum, maximum, 

and average concentrations of radionuclides for the 2011 FAS composite samples are 

summarized in Table 1.13. 

 

 

NON-RADIOLOGICAL MONITORING RESULTS 
  
 
 

Elemental analyses by Inductively Coupled Plasma-Mass Spectrometry (ICP-MS) are 

conducted on weekly composites of the filters. As mentioned previously, individual FAS 

filters were digested using a mixture of strong acids in a CEM MARSÊ XpressÊ 
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microwave digestion unit. Blank filters and Certified Reference Material (CRM) filters were 

also digested in the same manner for QC purposes. All acids used were concentrated and 

purified either by using a Milestone Inc. sub-boiling quartz distillation apparatus or 

purchased as ñtrace-metalò grade. 

 

Weekly composites were then prepared from the digestates of the individual filters 

and analyzed for a wide-range of elements. A low-resolution Perkin Elmer Elan 6100 ICP-

MS was used for the analysis which has a peak resolution of <0.71amu for the mass range 

reported.  The mass calibration value is within 0.1amu of the published true values for the 

mass range reported.  The system was configured with a gem-tip
TM

 cross-flow nebulizer and 

a Scott spray chamber.  All samples were analyzed using a nickel sampler and skimmer 

cones.  Triplicate readings were performed on each digestate, with the average result 

reported. 

 

The ICP-MS analyses used at CEMRC can provide data for up to ~35 elements in 

FAS filters, but in practice the concentrations of some elements, including, but not limited to, 

As, Be, Cd, Er, Eu, Sc, Se, Sm, Tl and V are often below detectable or quantifiable levels. A 

second set of elements (notably Ag, Li, and Sn) often have variable concentrations in the 

blank filters which makes their quantification difficult. 

 

Only the following metals will be reported herein: aluminum (Al), cadmium (Cd), 

magnesium (Mg), lead (Pb), thorium (Th), and uranium (U). Al is of particular interest 

because of the correlation between the Al concentrations in ambient aerosols and the 

activities of 
239+240

Pu and 
241

Am (Arimoto, et al. 2002, 2005, and 2006). Windblown dust is 

the main source of Al and many other elements (Fe, Mg, Mn, Sc, and the rare earth elements) 

It is also the main source of naturally occurring radionuclides, including U, and fallout 

radionuclides such as Pu and Am. Kirchner, et al. (2002) has also discussed relationships 

between Al and various radionuclides, both artificial and naturally occurring, in soils. Several 

potentially toxic elements (i.e., cadmium (Cd), lead (Pb), Th, and U) which are components 

of the WIPP mixed waste were already present in measurable amounts in the WIPP aerosol 

effluent prior to the receipt of mixed waste.  

 

According to the Environmental Protection Agency (EPA), Pb is found naturally in 

the environment as well as in manufactured products. The major sources of lead emissions 

have historically been from fuels in on-road motor vehicles (such as cars and trucks) and 

industrial sources. The major sources of lead emissions to the air today are from ore and 

metals processing and piston-engine aircraft operating on leaded aviation gasoline. The EPA 

primary standard (established limits to protect the public health, including the health of 

"sensitive" populations such as asthmatics, children, and the elderly) for lead in ambient air is 

0.15 ɛg/m
3
 averaged over a rolling 3-month average (US EPA 2012). 

 

Prior studies at Station A have shown that concentrations of hazardous metals and 

various trace elements can be highly variable over time; this was true even in the samples 

collected prior to WIPP receiving the mixed waste in September 2000. However, there is no 

evidence of a long-term increase in the concentrations of any of these elements that can 

be linked to the WIPP operations. 
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Time-series plots of the selected trace elemental data from 1998 to the present are 

exhibited in Figures 1.23 through 1.28. Some data is missing from the elemental data plots 

because of a sample holding time issue in the fourth quarter of 2004. Furthermore, the data 

presented in these plots only reflect concentrations above MDC. The MDCs are re-calculated 

annually, and vary slightly from year to year. The concentrations of Cd, Th, and U regularly 

hover right around the MDC and in 2009, concentrations for these elements never exceeded 

the MDC. 

 

During the fourth quarter of 2010 with carry-over into the first quarter of 2011 there 

was an increase in the mining activity at the WIPP due to additional disposal panel mining as 

well as mining in the experimental operations (XO) area. The increase in metal 

concentrations as a result of the increased mining activity for January 2011 could also be 

augmented by the fact that the winter weather has been noticeably dryer and windier than in 

recent history. 

 

Additionally, in October 2011, there was an inadvertent release of the fire suppression 

material, FORAY® in the underground at the WIPP. The affected FAS filter was digested 

and analyzed separately from the other October 2011 filters to avoid any potential for 

contaminating the other filters. The results are included along with the 2011 average monthly 

concentrations for the selected elements shown in Figures 1.29 through 1.34. The material, 

FORAY®, contains small amounts of Attapulgite Clay (a salt containing Mg, Al, and 

silicate) in the range of 5-7% by weight so the slightly higher concentrations for these 

elements compared to the average concentrations for October are expected. While slightly 

higher concentrations than the monthly October 2011 average were observed for Th and U, 

they do not exceed pre-operational levels. Additionally, the radiochemical analyses discussed 

earlier in this chapter confirms that the concentrations of radioactive isotopes for Th and U 

were well below environmental levels.  
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Table 1.1. Total Air Flow Volume and Mass Loading Recorded in  
Monthly Composite Filters in 2011 

 

Month SID Air Flow volume (m
3
) Mass Loading (mg) 

January 26179 1355.50 1957.29 
February  26181 2156.76 509.93 

March  26183 2508.77 219.66 
March (BU) 27363 1699.21 146.91 

April 26185 2390.93 275.83 
May 26187 2331.46 277.33 
June 26189 2420.25 263.02 

June (BU) 27283 2428.54 230.74 
July 26191 2460.13 269.82 

August 26193 2511.41 181.63 
September 26195 2205.54 42.41 

October 26197 2430.14 65.26 
November 26199 2446.71 143.23 
December 26201 2604.79 183.93 

BU= Back-up filter 

 
 

 
 

Figure 1.4. Gross Alpha Activity Densities measured in Station A Filters 
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Figure 1.5. Gross Alpha Activity Concentrations measured in Station A Filters 
 

 
 

Figure 1.6. Gross Beta Activity Densities measured in Station A Filters 
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Figure 1.7. Gross Beta Activity Concentrations measured in Station A Filters 

 
 

Table 1.2. Summary Statistics for Mass Loading and Gross Alpha Analyses of 
Station A Filters 

  Activity Density (Bq/g) Activity Concentration (mBq/m3) 

Group N % <MDC Mean SE Max % <MDC Mean SE Max 

Pre-Disposal 70 0% 3.6 0.59 36.7 0% 0.315 0.031 1.49 

1999
*
 185 1% 1.9 0.33 61.4 1% 0.110 0.005 0.37 

2000 465 67% 1.0 0.07 3.8 67% 0.112 0.005 0.39 

2001 428 65% 1.3 0.12 9.6 65% 0.082 0.004 0.42 

2002 382 33% 1.0 0.13 21.5 34% 0.081 0.002 0.26 

2003 345 35% 2.1 0.61 135.4 35% 0.104 0.005 0.40 

2004 370 17% 2.4 0.18 26.6 17% 0.144 0.008 1.29 

2005 361 4% 5.6 1.07 327.8 4% 0.223 0.006 0.71 

2006 264 3% 3.1 0.21 35.4 3% 0.166 0.007 1.43 

2007 378 0% 9.1 1.3 421.2 0% 0.444 0.014 1.44 

2008 431 1% 10.1 1.20 345.1 1% 0.455 0.011 1.53 

2009 433 4% 7.1 0.35 63.5 4% 0.357 0.008 1.03 

2010 471 6% 4.6 1.74 815.0 6% 0.199 0.009 3.37 

2011 443 7% 5.2 0.49 89.9 7% 0.218 0.007 1.00 
 

N = Number of samples     SE = Standard Error 

MDC = Minimum Detectable Concentration    Max = Maximum observed value 

Mean = Arithmetic mean     *From 26 March to 31 December 1999 
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Table 1.3. Summary Statistics for Mass Loading and Gross Beta analyses of 
Station A Filters 

 

  Activity Density (Bq/g) Activity Concentration (mBq/m
3
) 

Group N % <MDC Mean SE Max % <MDC Mean SE Max 

Pre-Disposal 70 0% 14.0 1.90 120 0% 1.14 0.09 4.94 

1999
*
 189 0% 20.0 2.20 350 0% 0.99 0.03 3.25 

2000 461 6% 7.7 0.54 76 6% 0.98 0.02 2.73 

2001 429 3% 12.0 1.00 190 3% 1.14 0.16 58.41 

2002 382 2% 12.0 0.99 200 2% 0.90 0.02 1.97 

2003 345 1% 20.0 6.30 2100 1% 0.79 0.02 4.77 

2004 369 4% 16.0 1.50 460 4% 0.81 0.02 4.85 

2005 361 1% 20.0 3.90 1300 1% 0.78 0.02 2.07 

2006 324 1% 9.8 0.57 93 1% 0.61 0.02 2.10 

2007 378 2% 11.3 1.89 616 2% 0.50 0.02 1.88 

2008 431 3% 12.6 1.53 438 3% 0.52 0.01 2.25 

2009 433 6% 11.3 0.64 114 6% 0.56 0.04 15.84 

2010 471 3% 20.7 10.2 4780 3% 0.65 0.03 4.41 

2011 443 7% 13.9 1.33 241 7% 0.55 0.02 3.87 
 

N = Number of samples     SE = Standard Error 

MDC = Minimum Detectable Concentration    Max = Maximum observed value 

Mean = Arithmetic mean     *From 26 March to 31 December 1999 

 
 

Table 1.4. Summary Statistics for Aerosol Mass Loadings on  
Station A (µg/m3 per filter) 

 

Group N Mean SE RSE (%) 

Pre-Disposal 70 125.0 12.2 9.8 

1999* 189 171.2 17.1 10.0 

2000 461 396.5 20.7 5.2 

2001 429 285.4 29.4 10.3 

2002 382 274.7 55.5 20.2 

2003 345 204.3 12.7 6.2 

2004 369 95.7 6.0 6.3 

2005 361 90.2 3.9 4.3 

2006 324 84.8 3.0 3.5 

2007 378 125.2 10.2 8.1 

2008 431 143.5 11.2 7.8 

2009 433 100.2 6.0 6.0 

2010 471 385.5 70.5 18.3 

2011 443 176.0 24.5 14.0 
 

N = Number of samples; Mean = Arithmetic mean 

SE = Standard Error 

RSE = Relative Standard Error in percentage (Standard error divided by Mean) 

From 26 March to 31 December 1999 
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Figure 1.8. Aerosol Mass Loadings on Station A Filters from 1998-2011 
 

 
 

Figure 1.9. Average Mass Loadings on Station A Filters from 1998-2011 
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Figure 1.10. Weekly Average Gross Alpha Activity measured in  
Station A Filters in 2011 

 

 
 

Figure 1.11. Weekly Average Gross Beta Activity measured in  
Station A Filters in 2011 
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Figure 1.12. Monthly Average Gross Alpha Activity measured in  

Station A Filters in 2011 
 

 
Figure 1.13. Monthly Average Gross Beta Activity measured in 

Station A Filters in 2011 



WIPP Exhaust Air Monitoring 

 
1-18 Carlsbad Environmental Monitoring & Research Center 2011 Report 

 
Figure 1.14. Average Annual Gross Alpha and Beta Activity  

Concentrations in Station A filters 
 
 

Table 1.5. Summary Statistics of Maximum Gross Alpha and Beta Activities 
and the Corresponding Mass Loading on Station A Filters from 1998-2011 

Year 

Max. 
mass 

loading 
(mg) 

Alpha 
activity 

Bq 

Beta 
activity  

Bq 

Max. alpha 
activity, Bq 

Mass 
Loading 

(mg) 

Max. beta 
activity, Bq 

Mass 
loading 

(mg) 

1998 26.23 0.036 0.124 0.181 4.94 0.606 4.94 

1999 87.66 0.008 0.042 0.067 7.84 0.430 7.98 

2000 87.94 0.014 0.073 0.065 24.77 0.759 12.90 

2001 307.51 0.016 0.237 0.030 19.32 0.491 3.21 

2002 148.85 0.000 0.025 0.029 17.95 0.500 17.95 

2003 92.68 0.013 0.156 0.035 69.20 0.248 10.82 

2004 79.02 0.041 0.116 0.083 8.45 0.260 8.90 

2005 31.73 0.021 0.068 0.106 19.93 0.355 19.93 

2006 79.44 0.021 0.057 0.122 4.65 0.282 2.08 

2007 76.46 0.037 0.048 0.125 4.22 0.162 4.22 

2008 121.58 0.018 0.035 0.161 5.42 0.213 5.42 

2009 32.52 0.034 0.036 0.085 10.56 0.301 24.91 

2010 321.2 0.0003 0.032 0.188 302.1 0.197 89.5 

2011 79.0 0.049 0.115 0.049 79.0 0.310 6.27 
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Table 1.6. Radionuclides concentrations in Monthly Composite Samples 
Collected from Station A 

 

 Activity Concentration (Bq/m
3
) Activity Density (Bq/g) 

Radionuclide Activity SD MDC Activity SD MDC 

January 2011 
241

Am 5.35E-08 4.46E-08 1.24E-07 3.70E-05 3.09E-05 8.60E-05 
238

Pu 8.17E-08 5.89E-08 1.96E-07 5.66E-05 4.08E-05 1.36E-04 
239+240

Pu 1.63E-07 6.93E-08 1.96E-07 1.13E-04 4.80E-05 1.36E-04 
234

U 2.90E-06 3.24E-07 3.13E-07 2.01E-03 2.24E-04 2.17E-04 
235

U 2.09E-07 1.39E-07 4.51E-07 1.45E-04 9.62E-05 3.12E-04 
238

U 2.43E-06 2.97E-07 3.13E-07 1.68E-03 2.05E-04 2.17E-04 
134

Cs -4.53E-05 2.46E-05 8.24E-05 -3.14E-02 1.71E-02 5.71E-02 
137

Cs
 

-8.89E-06 3.45E-05 1.15E-04 -6.16E-03 2.39E-02 7.94E-02 
60

Co -5.43E-06 3.39E-05 1.13E-04 -3.76E-03 2.35E-02 7.81E-02 
40

K 2.56E-04 3.48E-04 1.15E-03 1.77E-01 2.41E-01 7.97E-01 

February 2011 
241

Am -1.13E-08 1.74E-08 7.70E-08 -4.79E-05 7.36E-05 3.26E-04 
238

Pu 0.00E+00 4.97E-08 2.18E-07 0.00E+00 2.10E-04 9.23E-04 
239+240

Pu 7.27E-08 3.85E-08 1.07E-07 3.07E-04 1.63E-04 4.52E-04 
234

U 5.10E-07 1.70E-07 4.80E-07 2.16E-03 7.20E-04 2.03E-03 
235

U 1.26E-07 9.19E-08 3.05E-07 5.32E-04 3.89E-04 1.29E-03 
238

U 3.17E-07 1.40E-07 4.19E-07 1.34E-03 5.92E-04 1.77E-03 
134

Cs -1.00E-04 1.69E-05 5.69E-05 -4.23E-01 7.13E-02 2.41E-01 
137

Cs
 

-5.19E-06 2.19E-05 7.29E-05 -2.20E-02 9.28E-02 3.08E-01 
60

Co 2.55E-06 2.09E-05 6.96E-05 1.08E-02 8.86E-02 2.94E-01 
40

K 1.65E-04 2.12E-04 7.00E-04 6.98E-01 8.95E-01 2.96E+00 

March 2011 
241

Am -6.05E-09 2.67E-08 1.11E-07 -6.91E-05 3.05E-04 1.27E-03 
238

Pu 4.97E-08 3.93E-08 1.34E-07 5.68E-04 4.49E-04 1.53E-03 
239+240

Pu 3.73E-08 4.48E-08 1.63E-07 4.26E-04 5.12E-04 1.86E-03 
234

U 4.89E-07 7.21E-08 1.01E-07 5.58E-03 8.23E-04 1.16E-03 
235

U 2.39E-08 2.39E-08 8.79E-08 2.73E-04 2.73E-04 1.00E-03 
238

U 2.81E-07 5.48E-08 8.69E-08 3.21E-03 6.26E-04 9.92E-04 
134

Cs 1.48E-04 1.47E-05 4.48E-05 1.71E+00 1.70E-01 5.18E-01 
137

Cs
 

1.09E-04 1.96E-05 6.26E-05 1.24E+00 2.24E-01 7.15E-01 
137

Cs (BU) 1.70E-04 1.31E-05 4.04E-05 1.96E+00 1.51E-01 4.67E-01 
60

Co -4.44E-06 1.80E-05 5.99E-05 -5.07E-02 2.05E-01 6.84E-01 
40

K -8.37E-05 1.79E-04 5.97E-04 -9.56E-01 2.04E+00 6.82E+00 

April 2011 
241

Am 1.93E-09 3.08E-08 1.17E-07 1.67E-05 2.67E-04 1.01E-03 
238

Pu 6.66E-08 3.54E-08 1.06E-07 5.78E-04 3.07E-04 9.16E-04 
239+240

Pu 1.03E-07 4.43E-08 1.26E-07 8.95E-04 3.84E-04 1.09E-03 
234

U 6.22E-07 8.71E-08 1.54E-07 5.39E-03 7.55E-04 1.33E-03 
235

U 6.99E-08 4.13E-08 1.29E-07 6.06E-04 3.58E-04 1.12E-03 
238

U 4.60E-07 7.49E-08 1.36E-07 3.99E-03 6.49E-04 1.18E-03 
134

Cs -8.89E-06 1.05E-05 3.53E-05 -7.71E-02 9.10E-02 3.06E-01 
137

Cs
 

5.79E-06 2.39E-05 7.95E-05 5.02E-02 2.07E-01 6.89E-01 
60

Co 1.77E-05 2.24E-05 7.44E-05 1.53E-01 1.94E-01 6.45E-01 
40

K -5.00E-04 2.49E-04 8.47E-04 -4.34E+00 2.16E+00 7.34E+00 
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Table 1.6. Radionuclides concentrations in Monthly Composite Samples 
Collected from Station A (continued) 

 
 Activity Concentration (Bq/m

3
) Activity Density (Bq/g) 

Radionuclide Activity SD MDC Activity SD MDC 

April BU 2011 
241

Am 1.50E-09 2.19E-08 8.06E-08 1.15E-05 1.68E-04 6.18E-04 
238

Pu 1.12E-08 3.37E-08 1.35E-07 8.63E-05 2.59E-04 1.04E-03 
239+240

Pu 3.37E-08 2.52E-08 8.28E-08 2.59E-04 1.93E-04 6.35E-04 
234

U 9.26E-07 1.67E-07 2.46E-07 7.10E-03 1.28E-03 1.88E-03 
235

U 2.16E-07 1.01E-07 2.71E-07 1.66E-03 7.75E-04 2.08E-03 
238

U 5.28E-07 1.59E-07 4.19E-07 4.05E-03 1.22E-03 3.21E-03 

May 2011 
241

Am 6.82E-09 3.22E-08 1.19E-07 5.73E-05 2.71E-04 9.99E-04 
238

Pu 6.40E-08 4.33E-08 1.42E-07 5.38E-04 3.64E-04 1.19E-03 
239+240

Pu 6.27E-08 4.54E-08 1.51E-07 5.27E-04 3.81E-04 1.27E-03 
234

U 4.24E-07 1.08E-07 2.74E-07 3.57E-03 9.07E-04 2.30E-03 
235

U 9.75E-08 5.16E-08 1.43E-07 8.19E-04 4.34E-04 1.21E-03 
238

U 2.67E-07 8.45E-08 2.21E-07 2.24E-03 7.11E-04 1.86E-03 
134

Cs -2.72E-05 1.36E-05 4.56E-05 -2.29E-01 1.14E-01 3.83E-01 
137

Cs
 

-3.36E-05 2.03E-05 6.77E-05 -2.83E-01 1.70E-01 5.69E-01 
60

Co -1.37E-05 1.92E-05 6.41E-05 -1.15E-01 1.61E-01 5.39E-01 
40

K -5.14E-05 1.95E-04 6.50E-04 -4.32E-01 1.64E+00 5.47E+00 

June 2011 
241

Am 4.85E-07 8.02E-08 1.20E-07 4.46E-03 7.38E-04 1.11E-03 
238

Pu 4.44E-08 4.36E-08 1.57E-07 4.08E-04 4.01E-04 1.44E-03 
239+240

Pu 7.28E-07 1.35E-07 3.05E-07 6.70E-03 1.24E-03 2.80E-03 
234

U 5.89E-07 9.56E-08 1.30E-07 5.42E-03 8.80E-04 1.20E-03 
235

U 1.74E-08 5.78E-08 2.28E-07 1.60E-04 5.32E-04 2.10E-03 
238

U 4.34E-07 8.77E-08 1.68E-07 4.00E-03 8.07E-04 1.55E-03 
134

Cs -4.07E-05 1.31E-05 4.43E-05 -3.75E-01 1.21E-01 4.08E-01 
137

Cs
 

-2.19E-05 1.92E-05 6.42E-05 -2.01E-01 1.77E-01 5.90E-01 
60

Co -7.15E-06 1.81E-05 6.03E-05 -6.58E-02 1.66E-01 5.55E-01 
40

K -8.09E-05 1.87E-04 6.23E-04 -7.44E-01 1.72E+00 5.73E+00 

June BU 2011  
241

Am
 

6.83E-08 3.54E-08 9.12E-08 7.19E-04 3.73E-04 9.59E-04 
238

Pu 2.11E-08 3.65E-08 1.38E-07 2.22E-04 3.84E-04 1.45E-03 
239+240

Pu 4.21E-08 4.47E-08 1.58E-07 4.43E-04 4.70E-04 1.66E-03 
234

U 5.74E-07 9.33E-08 1.62E-07 6.04E-03 9.82E-04 1.71E-03 
235

U 1.69E-07 5.54E-08 1.13E-07 1.78E-03 5.84E-04 1.19E-03 
238

U 2.72E-07 7.00E-08 1.62E-07 2.86E-03 7.37E-04 1.70E-03 

July 2011 
241

Am
 

2.72E-08 5.57E-08 2.11E-07 2.48E-04 5.08E-04 1.92E-03 
238

Pu -5.12E-08 6.16E-08 2.71E-07 -4.67E-04 5.62E-04 2.47E-03 
239+240

Pu -1.71E-08 6.62E-08 2.71E-07 -1.56E-04 6.03E-04 2.47E-03 
234

U 8.14E-07 1.17E-07 2.16E-07 7.43E-03 1.07E-03 1.97E-03 
235

U -1.61E-08 4.26E-08 1.94E-07 -1.47E-04 3.89E-04 1.76E-03 
238

U 5.83E-07 9.82E-08 1.83E-07 5.32E-03 8.95E-04 1.67E-03 
134

Cs -3.08E-05 1.27E-05 4.29E-05 -2.81E-01 1.16E-01 3.91E-01 
137

Cs
 

-5.17E-06 1.89E-05 6.27E-05 -4.71E-02 1.72E-01 5.72E-01 
60

Co 1.63E-07 1.81E-05 6.03E-05 1.49E-03 1.65E-01 5.50E-01 
40

K 2.98E-05 1.81E-04 6.01E-04 2.72E-01 1.65E+00 5.48E+00 
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Table 1.6. Radionuclides concentrations in Monthly Composite Samples 
Collected from Station A (continued) 

 

 Activity Concentration (Bq/m
3
) Activity Density (Bq/g) 

Radionuclide Activity SD MDC Activity SD MDC 

August 2011 
241

Am 1.02E-08 2.80E-08 1.00E-07 1.41E-04 3.87E-04 1.39E-03 
238

Pu -2.66E-08 3.82E-08 1.77E-07 -3.67E-04 5.29E-04 2.45E-03 
239+240

Pu -4.07E-08 3.03E-08 1.63E-07 -5.62E-04 4.19E-04 2.25E-03 
234

U 5.06E-07 6.48E-08 8.13E-08 7.00E-03 8.97E-04 1.12E-03 
235

U 9.28E-07 3.67E-07 8.53E-07 1.28E-02 5.07E-03 1.18E-02 
238

U 2.81E-07 5.19E-08 9.86E-08 3.88E-03 7.17E-04 1.36E-03 
134

Cs -5.58E-05 1.33E-05 4.51E-05 -7.71E-01 1.84E-01 6.23E-01 
137

Cs
 

-1.37E-05 1.87E-05 6.24E-05 -1.90E-01 2.59E-01 8.63E-01 
60

Co -1.16E-05 1.80E-05 6.03E-05 -1.61E-01 2.50E-01 8.33E-01 
40

K -2.59E-05 1.81E-04 6.02E-04 -3.58E-01 2.50E+00 8.32E+00 

September 2011 
241

Am
 

-9.03E-09 3.42E-08 1.39E-07 -4.70E-04 1.78E-03 7.23E-03 
238

Pu -2.15E-08 3.04E-08 1.41E-07 -1.12E-03 1.58E-03 7.32E-03 
239+240

Pu 9.74E-08 4.28E-08 1.21E-07 5.06E-03 2.23E-03 6.31E-03 
234

U 3.97E-07 9.20E-08 2.00E-07 2.07E-02 4.78E-03 1.04E-02 
235

U 1.39E-08 5.59E-08 2.27E-07 7.25E-04 2.91E-03 1.18E-02 
238

U 2.75E-07 6.84E-08 1.12E-07 1.43E-02 3.56E-03 5.84E-03 
134

Cs -4.84E-05 1.48E-05 5.00E-05 -2.52E+00 7.69E-01 2.60E+00 
137

Cs
 

-2.35E-05 2.16E-05 7.21E-05 -1.22E+00 1.12E+00 3.75E+00 
60

Co 1.82E-06 2.00E-05 6.66E-05 9.47E-02 1.04E+00 3.46E+00 
40

K -3.58E-04 2.06E-04 6.91E-04 -1.86E+01 1.07E+01 3.59E+01 

October 2011 
241

Am 1.83E-08 2.34E-08 7.03E-08 6.80E-04 8.72E-04 2.62E-03 
238

Pu 3.24E-08 3.25E-08 1.19E-07 1.21E-03 1.21E-03 4.45E-03 
239+240

Pu 1.01E-07 5.68E-08 1.75E-07 3.76E-03 2.12E-03 6.50E-03 
234

U 3.66E-07 8.11E-08 1.83E-07 1.36E-02 3.02E-03 6.81E-03 
235

U 1.21E-07 4.79E-08 1.11E-07 4.50E-03 1.78E-03 4.14E-03 
238

U 4.38E-07 7.92E-08 1.31E-07 1.63E-02 2.95E-03 4.87E-03 
134

Cs -4.47E-05 1.33E-05 4.52E-05 -1.67E+00 4.97E-01 1.68E+00 
137

Cs
 

-6.75E-05 1.99E-05 6.68E-05 -2.51E+00 7.41E-01 2.49E+00 
60

Co -1.44E-05 1.83E-05 6.10E-05 -5.35E-01 6.80E-01 2.27E+00 
40

K -2.09E-04 1.89E-04 6.33E-04 -7.79E+00 7.05E+00 2.36E+01 

November 2011 
241

Am 7.50E-08 3.45E-08 7.65E-08 1.28E-03 5.89E-04 1.31E-03 
238

Pu 2.18E-08 1.89E-08 2.95E-08 3.72E-04 3.22E-04 5.04E-04 
239+240

Pu 5.45E-08 4.99E-08 1.73E-07 9.31E-04 8.53E-04 2.95E-03 
234

U 3.77E-07 1.10E-07 2.83E-07 6.45E-03 1.88E-03 4.84E-03 
235

U 2.35E-08 3.33E-08 6.37E-08 4.02E-04 5.69E-04 1.09E-03 
238

U 3.58E-07 9.45E-08 2.03E-07 6.11E-03 1.61E-03 3.46E-03 
134

Cs -6.75E-05 1.31E-05 4.44E-05 -1.15E+00 2.24E-01 7.58E-01 
137

Cs
 

-1.72E-06 2.10E-05 6.98E-05 -2.94E-02 3.59E-01 1.19E+00 
60

Co -1.89E-05 1.79E-05 6.00E-05 -3.23E-01 3.06E-01 1.02E+00 
40

K -1.04E-04 1.85E-04 6.16E-04 -1.77E+00 3.15E+00 1.05E+01 

December 2011 
241

Am 2.29E-09 2.42E-08 9.17E-08 3.24E-05 3.43E-04 1.30E-03 
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Table 1.6. Radionuclides concentrations in Monthly Composite Samples 
Collected from Station A (continued) 

 
 Activity Concentration (Bq/m3) Activity Density (Bq/g) 

Radionuclide Activity SD MDC Activity SD MDC 

December 2011 
238

Pu -2.07E-08 2.93E-08 1.36E-07 -2.94E-04 4.15E-04 1.92E-03 
239+240

Pu 3.11E-08 3.11E-08 1.12E-07 4.40E-04 4.40E-04 1.58E-03 
234

U 2.04E-07 6.53E-08 1.63E-07 2.89E-03 9.24E-04 2.31E-03 
235

U 6.76E-08 4.14E-08 1.24E-07 9.58E-04 5.87E-04 1.76E-03 
238

U 1.22E-07 4.29E-08 3.67E-08 1.73E-03 6.08E-04 5.20E-04 
134

Cs -5.35E-05 4.95E-08 1.32E-07 -7.57E-01 1.71E-01 5.75E-01 
137

Cs
 

2.52E-06 1.20E-05 4.06E-05 3.57E-02 2.62E-01 8.67E-01 
60

Co -4.86E-05 1.85E-05 6.12E-05 -6.88E-01 2.48E+00 8.25E+00 
40

K -1.40E-05 1.75E-04 5.82E-04 -1.98E-01 2.40E-01 8.03E-01 

Single filter from October 2011 
241

Am
 

-1.52E-07 1.34E-06 1.34E-06 -1.57E-03 3.32E-03 1.38E-02 
238

Pu 3.03E-07 1.12E-06 1.12E-06 3.13E-03 3.13E-03 1.15E-02 
239+240

Pu -1.52E-07 2.53E-06 2.53E-06 -1.56E-03 6.44E-03 2.60E-02 
234

U 2.96E-06 3.79E-06 3.79E-06 3.05E-02 1.31E-02 3.91E-02 
235

U 2.26E-06 2.08E-06 2.08E-06 2.33E-02 9.21E-03 2.14E-02 
238

U 2.43E-06 2.98E-06 2.98E-06 2.51E-02 1.07E-02 3.07E-02 
 

BU = back up filter  

SD = Standard deviation (1 sigma) 

MDC = Minimum Detectable Concentration 

Station A = composited monthly due to the large number of samples 

NR = Not reported 

 

 
Figure 1.15. 239+240Pu Concentrations in Station A composites in 2011 
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Figure 1.16. 238Pu Concentrations in Station A Composites in 2011 
 
 

 
 

Figure 1.17. 241Am Concentrations in Station A composites in 2011 
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Figure 1.18. 137Cs Concentrations in Station A Composites in 2011 
 
 

 
 

Figure 1.19. 134Cs Concentrations in Station A Composite in 2011 
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Figure 1.20. 60Co Concentrations in Station A Composite in 2011 
 

 

 

 
Figure 1.21. Annual Average Activity Concentrations of 239+240Pu and 

241Am in WIPP Exhaust Air from 1998-2011 
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Figure 1.22. Annual Average Activity Concentrations of 239+240Pu and 238Pu in 

WIPP Exhaust Air from 1998-2011 
 
 
 

Table 1.7. Activities greater than MDC and Uncertainty (2ů) measured by 
CEMRC during period 1999-2011 

 

Year Month Radionuclides Activity (Bq)  Uncertanity (2ů) MDC 

2003 Mar-Jun 239+240Pu 4.76E-03 8.02E-04 2.63E-04 

2005 April 241Am 2.72E-04 1.99E-04 2.65E-04 

2008 Feb 241Am 6.20E-03 7.92E-04 1.79E-04 

2008 Feb 238Pu 7.02E-04 3.52E-04 2.87E-04 

2008 Feb 239+240Pu 1.78E-02 2.06E-03 2.87E-04 

2009 April 241Am 3.53E-03 1.19E-03 3.03E-04 

2009 April 238Pu 4.89E-04 2.24E-04 6.61E-05 

2009 April 239+240Pu 2.13E-02 1.72E-03 6.61E-05 

2010 July 239+240Pu 2.72E-03 9.04E-04 9.29E-04 

2010 July 241Am 4.09E-04 2.48E-04 2.95E-04 
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Table 1.8. Activities greater than MDC and Uncertainty (2ů) measured by WTS 
during period 1999-2011 

 

Year Month Radionuclides Activity (Bq)  Uncertanity (2ů) MDC 

2001 Oct 241Am 1.86E-03 1.41E-03 1.52E-03 

2003 Jan 241Am 6.85E-04 5.70E-04 3.09E-04 

2003 Sep 241Am 4.96E-04 4.51E-04 2.69E-04 

2007 Sep 239+240Pu 1.71E-03 9.99E-04 4.40E-04 

2008 Feb 241Am 4.00E-03 2.53E-03 1.97E-03 

2008 Feb 239+240Pu 2.20E-02 5.17E-03 1.60E-03 

2009* April 241Am 4.26E-03 1.85E-03 3.23E-03 

2009* April 239+240Pu 1.96E-02 4.00E-03 1.83E-03 

2010 July 239+240Pu 1.88E-03 1.15E-03 5.00E-04 

* Re-analyzed resulting in no detection 

 

 

 

 

Table 1.9. Historical Minimum, Maximum, and Average Concentrations of  238Pu 
(Bq/m3) measured in Station A 

 

Year Minimum  Maximum Average 

2000 -3.62E-08 5.35E-09 -1.23E-08 

2001 -2.68E-08 1.08E-08 -8.20E-09 

2002 -8.22E-09 2.01E-08 6.47E-09 

2003 -2.90E-11 8.00E-09 4.26E-09 

2004 9.89E-08 2.76E-07 1.70E-07 

2005 -5.94E-08 6.01E-08 4.52E-09 

2006 -3.57E-08 7.81E-08 1.87E-08 

2007 -6.96E-08 6.83E-08 8.97E-09 

2008 -8.62E-08 1.50E-07 1.20E-08 

2009 -1.42E-08 2.33E-07 4.07E-08 

2010 -6.05E-08 7.19E-08 6.65E-09 

2011 -5.12E-08 8.17E-08 1.78E-08 
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Table 1.10. Historical Minimum, Maximum, and Average Concentrations of 

239+240Pu  (Bq/m3) measured in Station A 
 

Year Minimum  Maximum Average 

2000 2.24E-08 5.86E-08 3.67E-08 

2001 -3.34E-08 1.06E-08 -8.83E-09 

2002 8.10E-09 1.76E-08 1.23E-08 

2003 -7.99E-09 6.39E-07 1.58E-07 

2004 3.65E-09 1.25E-07 6.45E-08 

2005 -3.82E-08 1.41E-07 3.69E-08 

2006 -5.05E-08 1.67E-07 5.82E-08 

2007 -2.79E-07 1.09E-07 1.73E-08 

2008 8.44E-09 3.81E-06 3.77E-07 

2009 -3.48E-08 1.01E-05 9.24E-07 

2010 -1.77E-08 1.03E-06 1.28E-07 

2011 -4.07E-08 1.63E-07 6.04E-08 

 

 

Table 1.11. Historical Minimum, Maximum, and Average Concentrations of 
241Am (Bq/m3) measured in Station A 

 

Year Minimum  Maximum Average 

2000 -1.51E-08 3.17E-08 8.02E-09 

2001 -1.70E-08 1.36E-08 -3.5E-09 

2002 -2.16E-08 1.35E-09 -6.1E-09 

2003 -4.73E-09 1.98E-08 7.72E-09 

2004 -9.96E-09 5.12E-08 2.66E-08 

2005 -1.94E-08 1.13E-07 3.35E-08 

2006 -2.20E-08 7.07E-08 2.84E-08 

2007 -2.05E-08 1.08E-07 2.97E-08 

2008 -3.72E-08 1.32E-06 1.34E-07 

2009 -1.61E-08 1.68E-06 1.88E-07 

2010 -4.82E-08 1.54E-07 1.66E-08 

2011 -1.13E-08 7.50E-08 1.54E-08 
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Table 1.12. 234U/238U Activity Ratios in Station A Composites in 2011 
 

Month 
234

U (Bq) 
238

U (Bq) 
234

U/
238

U 

January 9.862E-02 1.180E-01 1.20 

February 2.050E-02 3.298E-02 1.61 

March 1.166E-02 9.034E-02 2.92 

April 3.299E-02 4.459E-02 1.35 

May 1.864E-02 2.97E-02 1.59 

June 3.153E-02 2.877E-02 0.91 

July 4.303E-02 6.010E-02 1.40 

August 1.514E-02 4.363E-02 2.88 

September 1.816E-02 2.629E-02 1.45 

October 3.192E-02 2.665E-02 0.83 

November 2.627E-02 2.770E-02 1.05 

December 7.085E-03 1.950E-02 2.75 

 Average 1.66 

Std Error 0.22 
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Table 1.13. Minimum, Maximum, and Average Radionuclide  
Concentrations (Bq/m3) in Station A Composites in 2011 

 

  Activity Concentration (Bq/m
3
) 

Radionuclides  Conc. SD MDC 

241Am 

Minimum -1.13E-08 1.74E-08 7.03E-08 

Maximum 7.50E-08 5.57E-08 2.11E-07 

Average 1.98E-08 3.23E-08 1.11E-07 

238Pu 

Minimum -5.12E-08 1.89E-08 2.95E-08 

Maximum 8.17E-08 6.16E-08 2.71E-07 

Average 1.81E-08 3.95E-08 1.51E-07 

239+240Pu 

Minimum -4.07E-08 3.03E-08 1.07E-07 

Maximum 1.63E-07 6.93E-08 2.71E-07 

Average 5.89E-08 4.70E-08 1.60E-07 

234U 

Minimum 2.04E-07 6.48E-08 8.13E-08 

Maximum 2.90E-06 3.24E-07 4.80E-07 

Average 7.02E-07 1.20E-07 2.17E-07 

235U 

Minimum -1.61E-08 2.39E-08 6.37E-08 

Maximum 9.28E-07 3.67E-07 8.53E-07 

Average 1.46E-07 8.42E-08 2.45E-07 

238U 

Minimum 1.22E-07 4.29E-08 3.67E-08 

Maximum 2.43E-06 2.97E-07 4.19E-07 

Average 5.21E-07 1.03E-07 1.94E-07 

137Cs 

Minimum -6.75E-05 1.20E-05 4.06E-05 

Maximum 1.09E-04 3.45E-05 1.15E-04 

Average -5.34E-06 2.10E-05 6.97E-05 

134Cs 

Minimum -1.00E-04 4.95E-08 1.32E-07 

Maximum 1.48E-04 2.46E-05 8.24E-05 

Average -3.13E-05 1.34E-05 4.47E-05 

60Co 

Minimum -4.86E-05 1.79E-05 5.99E-05 

Maximum 1.77E-05 3.39E-05 1.13E-04 

Average -8.50E-06 2.03E-05 6.75E-05 

40K 

Minimum -5.00E-04 1.75E-04 5.82E-04 

Maximum 2.56E-04 3.48E-04 1.15E-03 

Average -8.13E-05 2.07E-04 6.91E-04 
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Figure 1.23. Concentrations of Al in WIPP Exhaust Air from 1998 - 2011 
 

 
 

Figure 1.24. Concentrations of Mg in WIPP Exhaust Air from 1998 - 2011 
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Figure 1.25. Concentrations of Cd in WIPP Exhaust Air from 1998 - 2011 

 
 

 

 
Figure 1.26. Concentrations of Pb in WIPP Exhaust Air from 1998 - 2011 
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Figure 1.27. Concentrations of Th in WIPP Exhaust Air from 1998 - 2011 
 
 

 
 

Figure 1.28. Concentrations of U in WIPP Exhaust Air from 1998 - 2011 
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Figure 1.29. Monthly Average Concentrations of Al for 2011 
 
 

 
 

Figure 1.30. Monthly Average Concentrations of Mg for 2011 
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Figure 1.31. Monthly Average Concentrations of Cd for 2011 
 

 
 

Figure 1.32. Monthly Average Concentrations of Pb for 2011 
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Figure 1.33. Monthly Average Concentrations of Th for 2011 

 

 
 

Figure 1.34. Monthly Average Concentrations of U for 2011 
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CHAPTER 2 
 

Monitoring Drinking Water from Selected Sources 
 
Introduction 
 

Routine testing of public drinking water supplies helps to assure the public that health 

and environmental standards are met and seeks to identify any changes in water quality 

which might have a negative impact on public health and the environment. During 2011, 

water samples were collected for CEMRC environmental monitoring studies from six 

drinking water sources in the region of the WIPP including the community water supplies of 

Carlsbad, Loving, Otis, Hobbs, and Malaga. The drinking water wells in the vicinity of the 

WIPP provide water primarily for livestock, industrial usage by oil and gas production 

operations, and monitoring studies conducted by various groups. 

 

Aquifers in the region surrounding the WIPP include Dewey Lake, Culebra-Magenta, 

Ogallala, Dockum, Pecos River alluvium, and Capitan Reef. The main Carlsbad water supply 

is the Sheep Draw well field whose primary source is the Capitan Reef aquifer. The Hobbs 

and WIPP (Double Eagle) water supplies are drawn from the Ogallala aquifer, while the 

Loving, Malaga, and Otis supply wells are drawn from deposits that are hydraulically linked 

to the flow of the Pecos River. The source for a private well sampling site is a well seven 

miles southwest of the WIPP. This water is drawn from the Culebra aquifer, however, this 

sampling site has been dry since before 2001. 

 

CEMRC began collecting drinking water samples for radiochemical analyses in 1997 

and inorganic analyses on drinking water samples commenced in 1998. The results for the 

five drinking water sources from Carlsbad, Loving, Otis, Hobbs, and WIPP (Double Eagle) 

have been reported annually since 2001. Drinking water samples were not collected during 

2004 and 2006. In addition, this is the first year that drinking water has been sampled from 

the site in Malaga. Summaries of methods, data, and results from previous samplings were 

reported in earlier CEMRC reports and can be found on the CEMRC website 

(www.cemrc.org). Present results as well as the results of previous analyses of drinking water 

were consistent for each source across sampling periods, and were below levels specified 

under the Safe Drinking Water Act. 

 

Analyses reported herein for are for 2011 drinking water samples. These samples 

were analyzed for radionuclides including alpha and gamma emitting radionuclides of 

interest to the WIPP. In addition, inorganic studies were performed separately and include 

elemental analysis as well as analysis for mercury. The 2011 monitoring results show no 

increase in the levels of radionuclides or inorganics that could be attributed to WIPP-

related activities. 

 
Sampling, Sample Preparation, and Measurements 
 

All drinking water samples were processed according to CEMRC protocols for the 

collection, handling, and preservation of drinking water. The following samples were taken 

from each sampling location: (1) 8L for gamma and alpha analyses, (2) 1L for elemental 
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analyses, (3) 1L for anion tests, and (4) 500mL for mercury analysis. None of the samples 

were filtered before analysis. Current methods used for the various analyses are summarized 

in Table 2.1. Basic information about contaminants in drinking water is listed in Table 2.2 

(US-EPA, 2012). 

 

For radioactive analyses, two aliquots were taken from each 8L sample: (a) 3L for 

gamma analyses and (b) 1L for alpha analyses. Both aliquots were acidified to approximately 

pH = 2 with nitric acid upon collection to avoid losses through microbial activity and 

adsorption onto the vessel walls. The first aliquot was transferred to 3L Marinelli beakers for 

the measurement of the gamma-emitting radionuclides potassium (
40

K), cobalt (
60

Co), and 

cesium (
137

Cs), by gamma spectroscopy using a high purity germanium (HPGe) detector. 

Before collecting the measurements, the gamma system was calibrated for energy and 

efficiency to enable both qualitative and quantitative analysis of the water samples. The 

energy and efficiency calibrations were carried out using a mixed standards material from 

Eckert and Ziegler, Analytics (GA) in the energy range between 60 to 2000keV for a 3L 

Marinelli geometry. The counting time for each sample was 48 hours. 

 

The second, 1L aliquot, was used for alpha analysis of uranium (U) and transuranic 

radionuclides. Tracers consisting of uranium, americium, and plutonium (
232

U, 
243

Am, and 
242

Pu) were added and the samples were digested using concentrated nitric and hydrochloric 

acid. The samples were then heated to dryness and wet-ashed using concentrated nitric and 

perchloric acid. Next, the samples were heated to dryness again in preparation for isotopic 

separation. The separation process began with co-precipitation of the target isotopes and 

corresponding tracers with an iron carrier followed by ion exchange and chromatographic 

separations of the individual radionuclides. Finally, the separated radionuclides were micro-

precipitated using lanthanum fluoride (LaF3) and deposited onto planchets for counting 

uranium/transuranics by alpha spectroscopy. 

 

For elemental analysis, the 1L samples were preserved in a 1% nitric acid solution 

during sample collection. Samples from Otis, Malaga, and Hobbs were diluted using a 

similar nitric acid matrix prior to analysis by ICP-MS due to the elevated calcium (Ca) and 

sodium (Na) levels in these samples. All other 1L samples were analyzed directly. For 

Mercury analysis, the 500mL samples were preserved with a bromomonochloride solution 

and analyzed directly by ICP-MS. For each type of inorganic analyses, aliquots were blank-

corrected after the application of dilution factors. As per CEMRC procedure, only 

concentrations above laboratory MDC values are reported. 

 

As per CEMRC procedure, each 1L sample used for anion analysis was refrigerated 

immediately upon arrival and analyzed within 48 hours of collection. No preservatives were 

added to the samples used for anion analysis. At this time the results of the anion analyses are 

not currently being reported. However, anion analysis has continued to be performed on all 

collected drinking water samples as per the CEMRC procedure.  
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RADIOLOGICAL MONITORING RESULTS 
 

Table 2-3 shows the activity concentrations for radionuclides of 
234

U, 
235

U, and 
238

U; 
238

Pu, 
239+240

Pu; 
241

Am; 
137

Cs; 
60

Co; and 
40

K in regional drinking water samples from 2011. 

The alpha radionuclides, 
238

Pu, 
239+240

Pu, and 
241

Am have not been detected in any of the 

drinking water samples above the MDC since monitoring commenced in 1997. The federal 

and state action level for gross alpha emitters, which includes isotopes of Pu and U, is 

15pCi/L (0.56Bq/L). This level is over 10,000 times the MDCs used at CEMRC. 

 

Isotopes of naturally occurring uranium were detected in all the drinking water 

samples in 2011 as shown in Table 2-3. Natural uranium is a mixture of three alpha-emitting 

isotopes (
234

U, 
235

U, and 
238

U). They have long half-lives, t1/2, that allow them to be 

transported to water supplies. The 
238

U isotope has a t1/2 of 4.5× 10
9
 years (99.285% natural 

abundance), 
235

U has a t1/2 of 7.04 × 10
8
 years (0.71% natural abundance), and 

234
U with a t1/2 

of 2.24× 10
5
 years (0.0053% natural abundance; Neghabian et al, 1991). Thus, natural 

abundances of isotopes and the half-lives give 12.2, 0.6, and 12.2mBq/g of natural uranium 

for 
238

U, 
235

U, and 
234

U respectively, or 25mBq/g in total (Hess et al, 1985). Combined, 

these isotopes of uranium are found in the earthôs crust with a natural abundance of 4 Ĭ10
-4 

% 

(Hursh et al, 1973); in rocks and minerals such as granite, metamorphic rocks lignite, 

monazite sand; phosphate deposits as well as in uranium minerals such as uraninite, carnotite 

and pitchblende. It is also present as a trace element in coal, peat, asphalt and in some 

phosphate fertilizers at a level of about 100g/g or 2.5Bq/g (Hess et al, 1985). All these 

sources can come in contact with water which influences the amount of natural uranium 

present in our drinking water. The natural level of uranium in water can also be enhanced due 

to human activity. For example, the increased concentration of natural radionuclides in water 

can be caused by the intensive use of phosphate fertilizers in agriculture. Phosphate fertilizers 

contain uranium which can leach from the soil to nearby rivers and lakes (Fleischer, 1980; 

UNSCEAR, 1982). 

 

Measured values for the drinking water samples collected around the WIPP site 

during 2011 ranged between 10.9-239mBq/L for 
238

U, 1.22-39.0mBq/L for 
235

U, and 25.3-

154mBq/L for 
234

U. The average activity concentrations of 
234

U, 
235

U, and 
238

U in drinking 

water from the five sources are presented in Figure 2.1. These uranium concentrations are 

well below the reference concentration level for radiological protection, i.e. 3.0Bq/L. They 

are also below the EPA Action level of 0.56 Bq/L and within the range expected in waters 

from this region. The greatest variations appear in the amounts of 
235

U. The low 

concentration of 
235

U in the water samples is consistent with the lower concentration of 
235

U 

in the natural environment as compared to the concentrations of 
234

U and 
238

U. The highest 

activity concentrations were found in Otis water. Figure 2.2 shows the total uranium 

concentration at each location. 

 

It has been reported that the activity of natural water from 
234

U is higher than that of 
238

U. The 
234

U/
238

U activity ratio usually ranges between 1.0 and 3.0 (Cherdynstev et al, 

1971; Gilkeson et al, 1982). According to the most recent reports, the fixed mass ratio and 

fixed activity ratios are still used for reporting the activity of natural uranium. The isotopic 

composition of natural uranium activities are 48.9, 2.2, and 48.9 %, respectively (IAEA, 

1989). In radiochemical equilibrium, natural activity ratios are typically unity for 
234

U/
238

U 
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and 0.045 for 
235

U/
238

U (Pimple et al, 1992). However, many studies looking at 
238

U and 
234

U 

in natural bodies of water indicate that these isotopes do not occur in equilibrium and that, 

with a few exceptions, waters typically contain more 
234

U than 
238

U (Cothern et al, 1983; 

Skwarzec et al, 2002). Higher activity of 
234

U in water is the result of the 
234

U atom 

displacement from the crystal lattice. The recoil atom, 
234

U, is liable to be oxidized to the 

hexavalent stage and can be leached into the water phase more easily than its parent nuclide 
238

U. The oxidation of U(IV) to U(VI) is an important step in leaching, because compounds 

containing U(VI) have a higher solubility due to the formation of strong complexes between 

uranyl and carbonate ions (UNSCEAR, 1977). All U(IV) compounds of uranium are 

practically insoluble. 

 

The average activity ratio of 
235

U and 
238

U in the water samples collected around the 

WIPP site ranged from 0.036-0.072 (Average = 0.054) which is close to the value 0.045 for 

uranium reported in nature. The 
235

U/
238

U ratio in environmental samples differing from the 

natural ratio results from anthropogenic nuclear activities. Figure 2.3 shows the average 
234

U/
238

U ratios. The results of the activity ratios in this study compared very well with data 

observed in other countries as shown in Table 2.4. The calculated 
234

U/
238

U activity ratio 

varies between 2.33 to 2.96 which means that two isotopes are not in radioactive equilibrium. 

The historical activity concentrations of 
234

U, 
235

U and 
238

U measured at well sites in the 

region of the WIPP site are summarized in Tables 2.5 to 2.9. The historical concentrations of 

transuranic elements like Plutonium and Americium, (
238

Pu, 
239+240

Pu, and 
241

Am) are shown 

in Figures 2.4 through 2.11. 

 

It is important to note that after more than ten years of monitoring, isotopes of 
238

Pu, 
239+240

Pu, and 
241

Am have never been detected above MDC in any of the samples collected 

from well sites around the WIPP site. However, the levels of uranium detected in regional 

drinking water are very low and the activity ratio indicates its presence in drinking water is 

most likely from natural sources. For most people in the world, the intake of uranium through 

food is around 1g/day. The worldwide average of dietary uranium is estimated at 1.3g/day 

from which the portion from drinking water is 0.2 g/day (UNSCEAR, 2001). Thus drinking 

water is not usually the main source of ingested uranium. 

 

 

NON-RADIOLOGICAL MONITORING RESULTS 
 

The CEMRC analyzes samples from the six regional drinking water sources for over 

30 different inorganic elements. The results are summarized in Tables 2.10 through 2.15. 

MDC values are determined annually and are reported as described in the current CEMRC 

procedure. The results exhibited in these Tables are not used in assessing regulatory 

compliance. However, the CEMRC results for drinking water from the Carlsbad (Sheep 

Draw) and WIPP (Double Eagle) locations agree well with measurements for the same 

elements published by the City of Carlsbad (City of Carlsbad Municipal Water System, 

2011). 

 

The 2011 inorganic drinking water measurements exhibit a high level of consistency 

with past results providing a useful characterization of each source. Figures 2.12 through 

2.16 compare the history of select inorganic analytes measured in drinking water collected 



Monitoring Drinking Water from Selected Sources 

 

Carlsbad Environmental Monitoring & Research Center 2011 Report 2-5 

from the surrounding area of WIPP including Carlsbad (Sheep Draw), WIPP (Double Eagle), 

Loving, Hobbs, and Otis. Only the selected inorganics (listed in Table 2.2) which have been 

detected regularly above MDCs are shown in these figures. Historical comparisons show that 

differences of a factor of two or three between one set of successive years is common, as it is 

for all natural water systems. Additionally, there has been no noticeable increase in the 

inorganic levels found in the regional drinking water after the WIPP site started accepting 

mixed waste in August of 2000. It should be noted that drinking water sampling did not take 

place during the 2004 and 2006 years due to a change in sampling frequency. 

 

Minerals are a natural part of all water sources. The amount of inorganic materials in 

drinking water is determined primarily by local geology and topography, but it can be 

influenced by urban storm water runoff, industrial or domestic wastewater discharges, oil and 

gas production, mining, and/or farming, etc. The city of Andrews, TX, has naturally 

occurring levels of Arsenic and Fluoride in their drinking water (City of Andrews, 2011). 

The drinking water from this part of TX is supplied from the Ogallala and Dockum 

formations which are also accessed by the WIPP (Double Eagle) and Hobbs communities. 

Indeed the concentrations of Arsenic measured at the Double Eagle and Hobbs sites are 

higher than the drinking water for other sampling locations around the WIPP site (most of 

which have concentrations below MDC) as shown in Figure 2.17. However, the levels 

determined for Double Eagle and Hobbs are still below the EPA limit of 10ɛg/L (0.01mg/L) 

for Arsenic as listed in Table 2.2. Figure 2.17 also includes comparisons of selected analytes 

which were measured above the corresponding MDC. 

 

The WIPP site is located in the Delaware Basin of New Mexico, the second largest 

region of the greater Permian Basin. This 600-meter deep salt basin was formed during the 

Permian Era approximately 250 million years ago when an ancient Sea once covering the 

area evaporated and left behind a nearly impermeable layer of salt. Over time this salt layer 

was covered by 300 meters of soil and rock (Kerr, 1999; Weeks, 2011). The Permian Basin is 

now a major source of potassium salts (potash), which are mined from bedded deposits of 

sylvite and langbeinite (Alto, 1965). Sylvite is potassium chloride (KCl) in its natural mineral 

form while langbeinite is a potassium magnesium sulfate mineral (K2Mg2(SO4)3). 

Langbeinite ore occurs in evaporated marine deposits in association with carnallite, halite 

and sylvite (Mereiter, 1979; NBS Mono 1968; Palache, 1951;). Therefore, it is to be expected 

that through leaching and other natural processes, the water in this region should contain 

significant quantities of potassium (K), magnesium (Mg) and, of course, sodium (Na). Figure 

2.18 summarizes the concentrations of common salts measured in the areas surrounding the 

WIPP site. Currently there are no EPA regulations for salts like K, Mg, and Na in drinking 

water. 

 

The highest concentration of the measured metals found in the drinking water of this 

area is Calcium (Ca) for each of the sites sampled around the WIPP (Figure 2.18). This is 

likely due to the natural limestone deposits found along the edge of the Delaware Basin 

which once existed as the Capitan Reef during the Permian Era. Limestone is a sedimentary 

rock composed largely of the minerals calcite and aragonite, which are different crystal forms 

of calcium carbonate (CaCO3). Limestone leaching creates the stalactites and stalagmites 

found in the infamous Carlsbad Caverns, located approximately 18 miles southwest of 

Carlsbad, NM and a likely source of Calcium (Ca) in the drinking water in the area. 
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Table 2.1. Drinking Water Parameters, Methods, and Detection Levels used 

to Analyze Samples from all Locations 

 

Method/ 

Parameters 

Analytes of Interest Typical Detection 

Limits  

Gross alpha/beta 

EPA 900.0 
(Under Development) 0.037-0.11Bq/L* 

Gamma emitters 
60

Co, 
137

Cs and 
40

K
 

0.03-1.0Bq/L* 

Alpha emitters 
239+240

Pu, 
238

Pu, 
241

Am, 
234

U, 
238

U, 
235

U
 0.001-0.002Bq/L* 

Elemental analysis 

EPA 200.8 
Over 30 different metals Varies by element** 

Anions 

EPA 300.0 

F
-
, Cl

-
, Br

-
, NO2

-
, NO3

-
, 

PO4
3-

, SO4
2-
 

Not currently reported** 

Mercury 

EPA 200.8 
Hg 0.0089ɛg/L** 

* Detection limits may vary depending on sample volume, solid concentrations, 

counting system and time. 

** Detection limits are determined annually. 

 



Monitoring Drinking Water from Selected Sources 

 

Carlsbad Environmental Monitoring & Research Center 2011 Report 2-7 

Table 2.2. Basic Information about Drinking Water Contaminants from the EPA 

 

Contaminant 

Minimum  

Contaminants 

Level 

Potential Health 

Effects from 

 Long-term Exposure 

Sources of 

Drinking Water  

Contaminants 
Radium-226, 

Radium-228  

(combined) 

5pCi/L (1976) Increased risk of cancer 

Erosion of natural deposits of certain minerals 

that are radioactive and may emit a form of 

radiation known as alpha radiation. 

Gross Alpha 

15pCi/L 

 (not including 

radon or uranium, 

1976) 

Increased risk of cancer 

Decay of natural and man-made deposits of 

certain minerals that are radioactive and may 

emit forms of radiation known as photons and 

beta radiation. 

Beta Particle and 

Photon emitters 

4 mrem/year 

(1976) 
Increased risk of cancer Erosion of natural deposits. 

Uranium, U 
30ɛg/L                

(as of 12/08/03) 

Increased risk of cancer; 

kidney toxicity 
Erosion of natural deposits. 

Antimony, Sb 0.006mg/L 
Increase in blood cholesterol; 

decrease in blood sugar 

Discharge from petroleum refineries; fire 

retardants; ceramics; electronics; solder 

Arsenic, As 
0.010mg/L          

(as of 01/23/06) 

Skin damage or problems 

with circulatory systems, and 

may have increased risk of 

cancer. 

Erosion of natural deposits; runoff from 

orchards; runoff from glass & electronics 

production wastes. 

Barium, Ba 2mg/L Increase in blood pressure 
Discharge of drilling wastes; discharge from 

metal refineries; erosion of natural deposits 

Beryllium, Be 0.004mg/L Intestinal lesions 

Discharge from metal refineries and coal-

burning factories; discharge from electrical, 

aerospace, and defense industries. 

Cadmium, Cd 0.005mg/L Kidney damage 

Corrosion of galvanized pipes; erosion of natural 

deposits; discharge from metal refineries; runoff 

from waste batteries and paints. 

Chromium, Cr 

(total) 
0.1mg/L Allergic dermatitis 

Discharge from steel and pulp mills; erosion of 

natural deposits. 

Copper, Cu 1.3mg/L 

Short term exposure: 

gastrointestinal distress.  

Long term exposure: liver or 

kidney damage. People with 

Wilsonôs Disease should 

consult their doctor 

Corrosion of household plumbing systems; 

erosion of natural deposits 

Lead, Pb 0.015mg/L 

Infants and children: delays 

in physical or mental 

development; children could 

show slight deficits in 

attention span and learning 

abilities. Adults: kidney 

problems; high blood pressure 

Corrosion of household plumbing systems; 

erosion of natural deposits 

Mercury, Hg 0.002mg/L Kidney damage 
Erosion of natural deposits; discharge from 

refineries; runoff from landfills and croplands 

Selenium, Se 0.05mg/L 

Hair or fingernail loss; 

numbness in fingers or toes; 

circulatory problems 

Discharge from petroleum refineries; erosion of 

natural deposits; discharge from mines 

Thallium, Tl 0.002mg/L 

Hair loss; changes in blood; 

kidney, intestine, or liver 

problems 

Leaching from ore-processing sites; discharge 

from electronics, glass, and drug factories 
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Table 2.3. Radionuclide Activity Concentrations in Drinking Water in 2011 

 

Location/sample 

collection date 

Radionuclide Activity
a
 

Bq/L 

SD
b
 

(Bq/L) 

MDC
c
 

(Bq/L) 

Carlsbad 

07/11/2011 

239+240
Pu 0.00E+00 1.05E-05 4.60E-05 

238
Pu 0.00E+00 1.21E-05 5.14E-05 

241
Am 2.05E-05 1.66E-05 5.30E-05 

234
U 2.83E-02 7.13E-04 8.42E-05 

235
U 7.83E-03 8.27E-04 7.49E-04 

238
U 1.09E-02 3.40E-04 7.81E-05 

137
Cs 8.63E-03 3.66E-02 1.21E-01 

40
K

 
1.34E-01 3.58E-01 1.19E+00 

60
Co

 
7.93E-03 1.70E-02 7.88E-02 

 
 

   

Hobbs 

07/13/2011 

239+240
Pu 3.18E-06 9.79E-06 4.14E-05 

238
Pu -4.27E-06 1.13E-05 5.13E-05 

241
Am 3.50E-07 9.24E-06 3.50E-05 

234
U 1.04E-01 3.01E-03 2.65E-04 

235
U 2.60E-03 2.44E-04 2.59E-04 

238
U 4.50E-02 1.45E-03 2.64E-04 

137
Cs 4.99E-03 3.65E-02 1.21E-01 

40
K

 
1.19E-02 3.62E-01 1.20E+00 

60
Co

 
-9.76E-03 1.76E-02 8.25E-02 

     

Double Eagle 

07/13/2011 

239+240
Pu 1.30E-05 1.30E-05 4.67E-05 

238
Pu -8.62E-06 1.37E-05 6.12E-05 

241
Am -8.38E-06 1.15E-05 5.05E-05 

234
U 4.80E-02 8.52E-04 7.26E-05 

235
U 1.12E-03 8.45E-05 5.57E-05 

238
U 1.86E-02 4.06E-04 8.75E-05 

137
Cs 4.80E-02 8.52E-04 7.26E-05 

40
K

 
1.12E-03 8.45E-05 5.57E-05 

60
Co

 
1.86E-02 4.06E-04 8.75E-05 

     

Otis 

07/11/2011 

239+240
Pu 2.93E-05 1.49E-05 4.34E-05 

238
Pu 1.76E-05 1.39E-05 4.75E-05 

241
Am 5.13E-06 1.10E-05 3.84E-05 

234
U 1.54E-01 2.77E-03 1.45E-04 

235
U 1.19E-02 6.48E-04 2.94E-04 

238
U 2.39E-01 4.85E-03 5.81E-04 

137
Cs -1.45E-02 3.66E-02 1.22E-01 

40
K

 
6.90E-01 3.52E-01 1.15E+00 

60
Co

 
-7.77E-03 1.70E-02 7.97E-02 

* Values are overestimated because of poor separation. 
a Activity concentration as defined in CEMRC Report 1997 
b SD = Standard Deviation as defined in CEMRC Report 1997 
c MDC = Minimum Detectable Concentration as defined in CEMRC Report 1997 



Monitoring Drinking Water from Selected Sources 

 

Carlsbad Environmental Monitoring & Research Center 2011 Report 2-9 

Table 2.3. Radionuclide Activity Concentrations in Drinking Water in 2011 

(continued) 

 

Location/sample 

collection date 

Radionuclide Activity
a
 

Bq/L 

SD
b
 

(Bq/L) 

MDC
c
 

(Bq/L) 

Loving 

07/11/2011 

239+240
Pu 3.00E-05 1.29E-05 3.16E-05 

238
Pu 6.90E-06 1.08E-05 4.25E-05 

241
Am -1.86E-05 9.63E-06 5.04E-05 

234
U 7.64E-02 1.12E-03 4.14E-05 

235
U 2.04E-02* 1.29E-03 5.66E-04 

238
U 2.57E-02 4.56E-04 7.22E-05 

137
Cs -1.21E-03 3.66E-02 1.21E-01 

40
K

 
2.53E-01 3.65E-01 1.21E+00 

60
Co

 
-7.79E-03 1.72E-02 8.02E-02 

     

Loving (DUP) 

07/11/2011 

239+240
Pu 1.35E-05 1.35E-05 4.83E-05 

238
Pu 8.91E-06 1.27E-05 4.83E-05 

241
Am 5.52E-06 1.12E-05 3.93E-05 

234
U 7.50E-02 1.53E-03 1.13E-04 

235
U 3.90E-02* 2.62E-03 1.49E-03 

238
U 1.09E-01 2.72E-03 7.57E-04 

137
Cs -7.35E-03 3.65E-02 1.21E-01 

40
K

 
4.05E-01 3.58E-01 1.18E+00 

60
Co

 
4.70E-02 1.63E-02 7.37E-02 

     

Malaga 
07/12/2011 

239+240
Pu 8.75E-06 1.64E-05 6.17E-05 

238
Pu -2.51E-06 1.55E-05 6.40E-05 

241
Am 8.77E-06 1.27E-05 4.32E-05 

234
U 1.38E-01 2.92E-03 9.02E-05 

235
U 2.56E-03 1.75E-04 1.47E-04 

238
U 5.34E-02 1.25E-03 1.33E-04 

137
Cs -3.32E-02 3.68E-02 1.22E-01 

40
K

 
4.38E-01 3.51E-01 1.16E+00 

60
Co

 
8.62E-03 1.76E-02 8.01E-02 

* Values are overestimated because of poor separation. 
a Activity concentration as defined in CEMRC Report 1997 
b SD = Standard Deviation as defined in CEMRC Report 1997 
c MDC = Minimum Detectable Concentration as defined in CEMRC Report 1997 

Dup = duplicate 
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Figure 2.1. Average 234U, 235U, and 238U concentrations (Bq/L) in  
Regional Drinking Water 

 

 

Figure 2.2. Total Uranium Concentrations in Bq/L in Regional  
Drinking Water Collected in 2011 



Monitoring Drinking Water from Selected Sources 

 

Carlsbad Environmental Monitoring & Research Center 2011 Report 2-11 

 

Figure 2.3. Average 234U/238U Activity Ratio in Regional Drinking Water  
from 1998 - 2011 
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Table 2.4. Comparison of Activity Concentration Ratios of 234U/238U and 
235U/238U in Water Samples Collected Near the WIPP Site with Other Countries 

 

Source of water 

sample 

Type of water 
234

U/
238

U 
235

U/
238

U Reference 

Carlsbad Drinking water 2.56 0.072 Present work 

Double Eagle Drinking water 2.46 0.060 Present work 

Hobbs Drinking water 2.33 0.058 Present work 

Otis Drinking water 2.58 0.050 Present work 

Loving Drinking water 2.96 0.036 Present work 

Malaga Drinking water 2.58 0.048 Present work 

UK Water 1.0-3.0 - Gilkeson et al. 

Poland Mineral water 0.82-1.12 - Nguyen et al. 

India Sea water 1.11-1.14 0.045-0.047 Joshi et al. 

Ghana, Obuasi Ground water  1.07-1.44 0.042-0.045 Awudu et al. 

Ghana,  Obuasi Surface water 1.06-1.76 0.044-0.045 Awudu et al. 

Ghana,  Obuasi Tap water 1.06-1.73 0.044-0.045 Awudu et al. 

INL, Idaho Ground water 1.5-3.1 - Roback et al. 

Tunisia Mineral water 1.16-2.46 - Gharbi et al. 

 

 

 

Table 2.5. Historical Activity Concentrations of 234U, 235U and 238U (Bq/L) 

measured in Carlsbad Drinking Water 

 

Year 
234

U 
235

U 
238

U 

1998 3.34E-02 7.52E-04 1.35E-02 

1999 2.94E-02 6.99E-04 1.14E-02 

2000 2.81E-02 8.12E-04 1.08E-02 

2001 3.15E-02 9.68E-04 1.21E-02 

2002 3.02E-02 7.97E-04 1.26E-02 

2003 2.90E-02 5.52E-04 1.05E-02 

2005 2.75E-02 1.54E-03 1.11E-02 

2007 NR NR NR 

2008 7.73E-02 3.09E-03 3.18E-02 

2009 2.48E-02 3.57E-04 9.24E-03 

2010 2.99E-02 5.64E-04 1.17E-02 

2011 2.83E-02 7.83E-03 1.09E-02 

NR = not reported 
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Table 2.6. Historical Activity Concentrations of 234U, 235U and 238U (Bq/L) 

measured in Double Eagle Drinking Water 

 

Year 
234

U 
235

U 
238

U 

1998 NR NR NR 

1999 6.19E-02 1.35E-04 2.32E-02 

2000 5.40E-02 1.38E-04 2.19E-02 

2001 4.10E-02 1.22E-04 1.74E-02 

2002 4.16E-02 1.01E-04 1.77E-02 

2003 4.25E-02 8.89E-05 1.61E-02 

2005 5.83E-02 1.43E-04 2.48E-02 

2007 NR NR NR 

2008 1.86E-01 4.31E-04 7.94E-02 

2009 6.97E-02 7.55E-04 2.89E-02 

2010 4.89E-02 1.36E-04 2.01E-02 

2011 4.80E-02 8.45E-05 1.86E-02 

    NR = not reported 

 

 

Table 2.7. Historical Activity Concentrations of 234U, 235U and 238U (Bq/L) 
measured in Hobbs Drinking Water 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   NR = not reported 

 

Year 
234

U 
235

U 
238

U 

1998 NR NR NR 

1999 8.81E-02 2.46E-03 3.86E-02 

2000 9.06E-02 2.34E-03 3.99E-02 

2001 7.52E-02 2.59E-03 3.32E-02 

2002 9.40E-02 2.37E-03 4.05E-02 

2003 1.30E-01 2.51E-03 4.61E-02 

2005 9.82E-02 2.68E-03 4.27E-02 

2007 NR NR NR 

2008 2.87E-01 1.18E-02 1.31E-01 

2009 8.94E-02 1.99E-03 3.86E-02 

2010 1.04E-01 2.23E-03 4.59E-02 

2011 1.04E-01 2.60E-03 4.50E-02 
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Table 2.8. Historical Activity Concentrations of 234U, 235U and 238U (Bq/L) 

measured in Otis Drinking Water 

 

Year 
234

U 
235

U 
238

U 

1998 1.29E-01 2.73E-03 4.67E-02 

1999 1.50E-01 2.85E-03 5.30E-02 

2000 1.44E-01 2.97E-03 5.16E-02 

2001 1.62E-01 3.30E-03 6.01E-02 

2002 1.47E-01 3.34E-03 5.34E-02 

2003 1.34E-01 2.56E-03 4.81E-02 

2005 1.17E-01 2.60E-03 4.36E-02 

2007 NR NR NR 

2008 3.89E-01 1.35E-02 1.53E-01 

2009 1.47E-01 3.80E-03 5.35E-02 

2010 1.54E-01 2.66E-03 5.41E-02 

2011 1.54E-01 1.19E-02 2.39E-01 

   NR = not reported 

 

 

 

Table 2.9. Historical Activity Concentrations of 234U, 235U and 238U (Bq/L)  
measured in Loving Drinking Water 

 

Year 
234

U 
235

U 
238

U 

1998 NR NR NR 

1999 8.15E-02 1.66E-03 2.63E-02 

2000 8.38E-02 1.63E-03 2.59E-02 

2001 8.05E-02 1.61E-03 2.48E-02 

2002 8.82E-02 1.63E-03 2.83E-02 

2003 7.91E-02 1.35E-03 2.40E-02 

2005 8.13E-02 1.42E-03 2.64E-02 

2007 NR NR NR 

2008 2.56E-01 5.15E-03 7.71E-02 

2009 7.42E-02 1.26E-03 2.22E-02 

2010 8.00E-02 1.20E-03 2.49E-02 

2011 7.50E-02 3.90E-02 2.57E-02 

               NR = not reported 
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Figure 2.4. 239+240Pu in Carlsbad Drinking Water from 1998-2011 

 

 

Figure 2.5. 238Pu in Carlsbad Drinking Water from 1998-2011 

EPA action level for all alpha emitters is 15pCi/L (0.56 Bq/L) 
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Figure 2.6. 241Am in Carlsbad Drinking Water from 1998-2011 

EPA action level for all alpha emitters is 15pCi/L (0.56 Bq/L) 

 

 

Figure 2.7. 239+240Pu in Hobbs Drinking Water from 1998-2011 
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Figure 2.8. 238Pu in Hobbs Drinking Water from 1998-2011 

 

 

 

Figure 2.9. 239+240Pu in Double Eagle Drinking Water from 1998-2011 

EPA action level for all alpha emitters is 15pCi/L (0.56 Bq/L) 
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Figure 2.10. 239+240Pu in Loving Drinking Water from 1998-2011 

 

 

 

Figure 2.11. 241Am in Otis Drinking Water from 1998-2011 
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Table 2.10. Measured Concentration of Selected Inorganic Analytes in 
Carlsbad Drinking Water from 1998 - 2011 

 

Carlsbad 
1998-2010 2011 

EL1 N2 NDET
2 Min 3 Max3 

MDC4 

(µg/L) 

Blank Conc. 

(µg/L) 

Sample Conc. 

(µg/L)5 

Ag 9 1 1.75E-02 1.75E-02 3.10E-03 3.85E-03 <MDC 

Al  11 4 2.34E+00 4.11E+01 9.80E-01 2.24E-01 1.83E+00 

As 11 8 2.94E-01 1.42E+00 1.30E+00 5.57E-01 <MDC 

B 3 3 2.89E+01 4.44E+01 N/A N/A N/A 

Ba 9 9 6.64E+01 8.19E+01 3.20E-02 3.72E-03 7.26E+01 

Be 9 N/A N/A N/A 5.00E-02 -2.82E-02 <MDC 

Ca 5 5 6.54E+04 7.26E+04 3.17E+02 -3.39E+01 5.90E+04 

Cd 9 N/A N/A N/A 2.80E-01 -1.82E-01 <MDC 

Ce 9 2 8.31E-03 3.42E-02 8.10E-03 7.40E-05 <MDC 

Co 11 7 8.80E-02 3.41E-01 4.50E-03 -1.99E-04 1.04E-01 

Cr 11 8 1.24E+00 6.96E+00 1.60E-01 5.29E-02 2.11E+00 

Cu 11 9 1.30E+00 1.67E+01 5.80E-01 5.56E-03 5.21E+00 

Dy 10 N/A N/A N/A 1.70E-03 8.35E-04 3.56E-03 

Er 10 1 3.38E-03 3.38E-03 3.20E-03 1.63E-04 3.32E-03 

Eu 9 5 1.35E-02 2.42E-02 3.10E-03 9.45E-04 1.90E-02 

Fe 7 3 7.10E-01 2.24E+02 1.01E+01 5.19E+00 2.02E+02 

Ga 1 1 3.25E+00 3.25E+00 N/A N/A N/A 

Gd 8 N/A N/A N/A 2.40E-03 1.20E-03 3.80E-03 

Hg 3 N/A N/A N/A 8.90E-03 1.04E-02 <MDC 

K 9 9 1.04E+03 3.56E+03 1.62E+01 1.75E+01 1.32E+03 

La 9 4 8.45E-03 4.42E-02 3.90E-03 9.23E-04 5.81E-03 

Li  7 7 5.14E+00 7.87E+00 4.90E-02 3.58E-02 8.86E+00 

Mg 8 8 3.14E+04 3.47E+04 7.30E+00 4.93E-02 2.73E+04 

Mn 11 7 5.50E-02 2.04E+00 1.20E-01 4.44E-03 2.58E-01 

Mo 9 8 7.03E-01 1.22E+00 N/A N/A N/A 

Na 10 10 8.16E+03 9.94E+04 3.57E+01 2.67E-01 2.03E+04 

Nd 10 N/A N/A N/A 8.40E-03 6.85E-04 <MDC 

Ni 11 9 1.01E+00 3.14E+00 1.20E-01 -1.26E-03 2.69E+00 

P 3 2 1.61E+01 2.29E+01 6.30E+00 -2.05E+00 1.87E+01 

Pb 10 7 1.68E-01 1.44E+00 1.20E-01 1.41E-04 2.63E-01 

Pr 10 N/A N/A N/A 2.30E-03 2.10E-04 3.72E-03 

Sb 10 4 3.00E-02 1.99E-01 1.30E-02 1.15E-02 3.66E-02 

Sc 8 7 1.32E+00 3.03E+00 N/A N/A N/A 

Se 8 6 -8.83E-02 1.22E+00 4.10E+00 1.73E+00 <MDC 

Si 6 6 5.31E+03 6.87E+03 7.10E+00 -4.69E+00 6.51E+03 

Sr 10 10 2.61E+02 4.59E+02 1.30E+00 2.94E-03 3.60E+02 

Th 8 1 1.76E-02 1.76E-02 3.20E-03 1.42E-03 6.32E-03 

Tl 9 9 8.97E-02 1.62E-01 2.50E-03 -4.84E-04 1.13E-01 

U 10 10 8.21E-01 1.05E+00 2.20E-03 1.69E-04 9.23E-01 

V 11 11 3.54E+00 5.80E+00 1.20E-01 1.96E-02 4.86E+00 

Zn 11 10 2.13E+00 1.52E+01 1.60E+00 -9.85E-04 6.94E+00 

 

1El = Element analyzed;  
2N = Total number of samples analyzed; Ndet = number of samples with detectable (above MDC) values;  
3Min = the lowest value measured above MDC; Max = the highest value measured;  
4MDC = Minimum detectable concentration;  
5Concentrations below the MDC are reported as <MDC; 

N/A = Not Applicable 
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Table 2.11. Measured Concentration of Selected Inorganic Analytes in Double 
Eagle Drinking Water from 1998 - 2011 

 

Double Eagle 
1998-2010 2011 

EL1 N2 NDET
2 Min 3 Max3 

MDC4 

(µg/L) 

Blank Conc. 

(µg/L) 

Sample Conc. 

(µg/L)5 

Ag 10 2 3.62E-03 1.78E-01 3.10E-03 3.85E-03 <MDC 

Al  11 5 2.57E+00 7.22E+01 9.80E-01 2.24E-01 1.93E+00 

As 11 10 4.43E+00 7.80E+00 1.30E+00 5.57E-01 7.26E+00 

B 3 3 2.98E+01 8.55E+01 N/A N/A N/A 

Ba 9 9 3.82E+01 1.25E+02 3.20E-01 3.72E-03 1.03E+02 

Be 9 1 3.63E-02 3.63E-02 5.00E-02 -2.82E-02 <MDC 

Ca 6 6 4.49E+04 5.61E+04 3.17E+02 -3.39E+01 4.15E+04 

Cd 9 1 1.87E-02 1.87E-02 2.80E-01 -1.82E-01 <MDC 

Ce 10 2 3.63E-03 3.22E-02 8.10E-03 7.40E-05 <MDC 

Co 11 7 6.48E-02 1.12E+00 4.50E-03 -1.99E-04 8.21E-02 

Cr 11 10 1.29E+00 3.25E+01 1.60E-01 5.29E-02 1.62E+00 

Cu 11 10 8.09E-01 5.69E+00 5.80E-01 5.56E-03 1.57E+00 

Dy 11 N/A N/A N/A 1.70E-03 8.35E-04 <MDC 

Er 11 N/A N/A N/A 3.20E-03 1.63E-04 <MDC 

Eu 10 6 1.68E-02 2.86E-02 3.10E-03 9.45E-04 2.86E-02 

Fe 7 5 3.01E-02 9.32E+02 1.01E+01 5.19E+00 1.39E+02 

Ga 1 1 4.46E+00 4.46E+00 N/A N/A N/A 

Gd 10 N/A N/A N/A 2.40E-03 1.20E-03 <MDC 

Hg 2 N/A N/A N/A 8.90E-03 1.04E-02 <MDC 

K 9 9 2.31E+03 2.94E+04 1.62E+01 1.75E+01 2.22E+03 

La 10 5 1.19E-02 6.26E-02 3.90E-03 9.23E-04 <MDC 

Li  8 8 9.97E+00 1.90E+01 4.90E-02 3.58E-02 1.55E+01 

Mg 8 8 8.51E+03 1.25E+04 7.30E-01 4.93E-02 8.64E+03 

Mn 11 9 2.30E-01 6.04E+00 1.20E-01 4.44E-03 2.22E-01 

Mo 9 9 1.42E+00 6.70E+00 N/A N/A N/A 

Na 10 10 3.84E+03 4.04E+04 3.57E+01 2.67E-01 2.48E+04 

Nd 11 N/A N/A N/A 8.40E-03 6.85E-04 <MDC 

Ni 11 10 8.00E-01 4.03E+00 1.20E-01 -1.26E-03 1.61E+00 

P 3 1 1.04E+01 1.04E+01 6.30E+00 -2.05E+00 <MDC 

Pb 10 9 2.56E-01 4.21E+00 1.20E-01 1.41E-04 1.25E+00 

Pr 11 1 9.05E-04 9.05E-04 2.30E-03 2.10E-04 <MDC 

Sb 10 6 2.41E-02 1.39E-01 1.30E-02 1.15E-02 3.27E-02 

Sc 8 7 1.40E+00 6.59E+00 N/A N/A N/A 

Se 8 6 -4.16E-02 3.53E+00 4.10E+00 1.73E+00 5.30E+00 

Si 6 6 7.37E+03 1.81E+04 7.10E+00 -4.69E+00 1.53E+04 

Sr 10 10 5.06E+01 5.53E+02 1.30E+00 2.94E-03 5.35E+02 

Th 9 3 2.07E-03 1.36E-02 3.20E-03 1.42E-03 <MDC 

Tl 10 2 -1.23E-02 4.84E-02 2.50E-03 -4.84E-04 <MDC 

U 11 11 1.17E+00 2.38E+00 2.20E-03 1.69E-04 1.77E+00 

V 11 11 7.71E+00 3.26E+01 1.20E-01 1.96E-02 2.77E+01 

Zn 11 10 1.46E+00 1.25E+01 1.60E+00 -9.85E-04 2.52E+00 

 

1El = Element analyzed;  
2N = Total number of samples analyzed; Ndet = number of samples with detectable (above MDC) values;  
3Min = the lowest value measured above MDC; Max = the highest value measured;  
4MDC = Minimum detectable concentration;  
5Concentrations below the MDC are reported as <MDC; 

N/A = Not Applicable 
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Table 2.12. Measured Concentration of Selected Inorganic Analytes in Hobbs 
Drinking Water from 1998 - 2011 

 

Hobbs 
1998-2010 2011 

EL1 N2 NDET
2 Min 3 Max3 

MDC4 

(µg/L) 

Blank Conc. 

(µg/L) 

Sample Conc. 

(µg/L)5 

Ag 10 2 3.86E-03 1.04E-01 6.20E-03 3.85E-03 <MDC 

Al  11 8 3.03E+00 1.14E+02 1.96E+00 2.24E-01 5.48E+00 

As 11 10 4.51E+00 7.37E+00 2.60E+00 5.57E-01 8.56E+00 

B 3 3 1.41E+02 1.97E+02 N/A N/A N/A 

Ba 9 9 5.83E+01 6.52E+01 6.40E-02 3.72E-03 6.79E+01 

Be 9 1 5.39E-02 5.39E-02 1.00E-01 -2.82E-02 <MDC 

Ca 6 6 7.79E+04 9.20E+04 3.17E+03 -3.39E+01 7.63E+04 

Cd 9 N/A N/A N/A 5.60E-01 -1.82E-01 <MDC 

Ce 10 6 5.10E-03 3.56E-02 1.62E-02 7.40E-05 1.68E-02 

Co 11 8 9.78E-02 3.61E-01 9.00E-03 -1.99E-04 1.93E-01 

Cr 11 10 6.44E-01 1.13E+01 3.20E-01 5.29E-02 1.48E+00 

Cu 11 10 1.06E+00 6.93E+00 1.16E+00 5.56E-03 3.05E+00 

Dy 11 1 4.18E-03 4.18E-03 3.40E-03 8.35E-04 <MDC 

Er 11 N/A N/A N/A 6.40E-03 1.63E-04 <MDC 

Eu 10 6 1.31E-02 1.97E-02 6.20E-03 9.45E-04 1.68E-02 

Fe 7 5 3.64E+01 4.44E+02 2.02E+01 5.19E+00 2.58E+02 

Ga 1 1 2.56E+00 2.56E+00 N/A N/A N/A 

Gd 10 N/A N/A N/A 4.80E-03 1.20E-03 <MDC 

Hg 2 N/A N/A N/A 8.90E-03 1.04E-02 <MDC 

K 9 9 2.32E+03 2.52E+04 3.24E+01 1.75E+01 2.11E+03 

La 10 5 1.25E-02 5.01E-02 7.80E-03 9.23E-04 <MDC 

Li  8 8 2.65E+01 3.18E+01 9.80E-02 3.58E-02 3.21E+01 

Mg 8 8 1.92E+04 2.67E+04 7.30E+01 4.93E-02 1.90E+04 

Mn 11 10 3.79E-01 3.62E+00 2.40E-01 4.44E-03 1.63E+00 

Mo 9 9 2.46E+00 3.31E+00 N/A N/A N/A 

Na 10 10 4.97E+03 5.80E+04 3.57E+02 2.67E-01 3.98E+04 

Nd 11 3 3.01E-03 1.28E-02 1.68E-02 6.85E-04 <MDC 

Ni 11 11 1.08E+00 4.78E+00 2.40E-01 -1.26E-03 3.15E+00 

P 3 2 2.44E+01 2.53E+01 1.26E+01 -2.05E+00 1.76E+01 

Pb 10 8 9.44E-02 1.19E+00 2.40E-01 1.41E-04 7.43E-01 

Pr 11 1 1.57E-03 1.57E-03 4.60E-03 2.10E-04 <MDC 

Sb 10 6 3.88E-02 7.02E-02 2.60E-02 1.15E-02 7.78E-02 

Sc 8 8 3.06E+00 1.05E+01 N/A N/A N/A 

Se 8 6 -1.70E-01 6.23E+00 8.20E+00 1.73E+00 1.23E+01 

Si 6 6 2.41E+04 2.86E+04 1.42E+01 -4.69E+00 2.42E+04 

Sr 10 10 7.89E+01 1.06E+03 1.30E+01 2.94E-03 1.10E+03 

Th 9 2 2.29E-03 4.56E-03 6.40E-03 1.42E-03 <MDC 

Tl 9 3 9.45E-03 2.31E-02 5.00E-03 -4.84E-04 <MDC 

U 11 11 2.90E+00 3.98E+00 4.40E-03 1.69E-04 4.30E+00 

V 11 11 3.11E+01 3.71E+01 2.40E-01 1.96E-02 3.46E+01 

Zn 11 9 8.44E-01 4.37E+00 3.20E+00 -9.85E-04 <MDC 

 

1El = Element analyzed;  
2N = Total number of samples analyzed; Ndet = number of samples with detectable (above MDC) values;  
3Min = the lowest value measured above MDC; Max = the highest value measured;  
4MDC = Minimum detectable concentration;  
5Concentrations below the MDC are reported as <MDC; 

N/A = Not Applicable 
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Table 2.13. Measured Concentration of Selected Inorganic Analytes in Loving 
Drinking Water from 1998 - 2011 

 

Loving 
1998-2010 2011 

EL1 N2 NDET
2 Min 3 Max3 

MDC4 

(µg/L) 

Blank Conc. 

(µg/L) 

Sample Conc. 

(µg/L)5 

Ag 11 4 2.55E-03 2.17E-01 3.10E-03 3.85E-03 <MDC 

Al  11 6 3.76E+00 3.76E+02 9.80E-01 2.24E-01 1.43E+00 

As 11 8 7.82E-01 2.34E+00 1.30E+00 5.57E-01 2.01E+00 

B 3 3 7.55E+01 1.12E+02 N/A N/A N/A 

Ba 9 9 2.86E+01 3.47E+01 3.20E-02 3.72E-03 3.36E+01 

Be 9 1 9.35E-02 9.35E-02 5.00E-02 -2.82E-02 <MDC 

Ca 6 6 6.71E+04 1.00E+05 3.17E+02 -3.39E+01 7.04E+04 

Cd 9 N/A N/A N/A 2.80E-01 -1.82E-01 <MDC 

Ce 10 3 9.74E-04 2.53E-01 8.10E-03 7.40E-05 <MDC 

Co 11 8 1.02E-01 4.04E-01 4.50E-03 -1.99E-04 1.19E-01 

Cr 11 9 1.12E+00 7.44E+00 1.60E-01 5.29E-02 2.42E+00 

Cu 11 9 1.80E+00 5.59E+00 5.80E-01 5.56E-03 1.20E+00 

Dy 11 N/A N/A N/A 1.70E-03 8.35E-04 <MDC 

Er 11 N/A N/A N/A 3.20E-03 1.63E-04 <MDC 

Eu 10 6 7.00E-03 1.01E-02 3.10E-03 9.45E-04 9.91E-03 

Fe 7 4 3.60E+00 2.57E+02 1.01E+01 5.19E+00 2.18E+02 

Ga 1 1 1.26E+00 1.26E+00 N/A N/A N/A 

Gd 10 2 2.15E-03 1.04E-02 2.40E-03 1.20E-03 <MDC 

Hg 2 N/A N/A N/A 8.90E-03 1.04E-02 <MDC 

K 9 9 1.85E+03 1.98E+04 1.62E+01 1.75E+01 1.69E+03 

La 10 4 6.66E-03 2.22E-02 3.90E-03 9.23E-04 <MDC 

Li  8 8 1.66E+01 1.96E+01 4.90E-02 3.58E-02 2.03E+01 

Mg 8 8 3.05E+04 4.21E+04 7.30E+00 4.93E-02 3.02E+04 

Mn 11 8 1.43E-02 1.77E+00 1.20E-01 4.44E-03 <MDC 

Mo 9 8 1.28E+00 1.81E+00 N/A N/A N/A 

Na 10 10 2.33E+03 2.82E+04 3.57E+01 2.67E-01 2.12E+04 

Nd 11 1 3.37E-03 3.37E-03 8.40E-03 6.85E-04 <MDC 

Ni 11 10 1.19E+00 3.38E+00 1.20E-01 -1.26E-03 2.87E+00 

P 3 2 2.53E+01 3.37E+01 6.30E+00 -2.05E+00 2.46E+01 

Pb 10 7 1.73E-01 1.67E+00 1.20E-01 1.41E-04 <MDC 

Pr 11 N/A N/A N/A 2.30E-03 2.10E-04 <MDC 

Sb 10 5 3.51E-02 1.84E-01 1.30E-02 1.15E-02 3.78E-02 

Sc 8 7 1.91E+00 4.72E+00 N/A N/A N/A 

Se 8 6 -2.89E+00 1.51E+00 4.10E+00 1.73E+00 <MDC 

Si 6 6 8.54E+03 1.09E+04 7.10E+00 -4.69E+00 9.23E+03 

Sr 10 10 7.60E+01 9.37E+02 1.30E+00 2.94E-03 7.85E+02 

Th 9 2 5.69E-03 7.38E-03 3.20E-03 1.42E-03 <MDC 

Tl 10 2 2.24E-03 4.32E-02 2.50E-03 -4.84E-04 <MDC 

U 11 11 1.98E+00 2.30E+00 2.20E-03 1.69E-04 2.16E+00 

V 11 11 1.11E+01 1.44E+01 1.20E-01 1.96E-02 1.34E+01 

Zn 11 10 4.13E+00 2.01E+01 1.60E+00 -9.85E-04 8.60E+00 

 

1El = Element analyzed;  
2N = Total number of samples analyzed; Ndet = number of samples with detectable (above MDC) values;  
3Min = the lowest value measured above MDC; Max = the highest value measured;  
4MDC = Minimum detectable concentration;  
5Concentrations below the MDC are reported as <MDC; 

N/A = Not Applicable 
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Table 2.14. Measured Concentration of Selected Inorganic Analytes in Otis 
Drinking Water from 1998 - 2011 

 

Otis 
1998-2010 2011 

EL1 N2 NDET
2 Min 3 Max3 

MDC4 

(µg/L) 

Blank Conc. 

(µg/L) 

Sample Conc. 

(µg/L)5 

Ag 9 1 2.63E-02 2.63E-02 1.55E-02 3.85E-03 <MDC 

Al  11 3 5.74E+00 1.06E+03 4.90E+00 2.24E-01 <MDC 

As 11 8 6.53E-01 5.72E+00 6.50E+00 5.57E-01 <MDC 

B 3 3 1.46E+02 2.39E+02 N/A N/A N/A 

Ba 9 8 1.35E+01 1.75E+01 1.60E-01 3.72E-03 1.75E+01 

Be 9 N/A N/A N/A 2.50E-01 -2.82E-02 <MDC 

Ca 5 5 2.42E+05 3.83E+05 3.17E+03 -3.39E+01 2.43E+05 

Cd 9 N/A N/A N/A 1.40E+00 -1.82E-01 <MDC 

Ce 9 1 2.75E-02 2.75E-02 4.05E-02 7.40E-05 <MDC 

Co 11 8 1.31E-01 9.51E-01 2.25E-02 -1.99E-04 4.56E-01 

Cr 11 9 8.76E-01 6.67E+00 8.00E-01 5.29E-02 2.34E+00 

Cu 11 9 2.43E+00 6.02E+00 2.90E+00 5.56E-03 4.37E+00 

Dy 10 1 3.39E-03 3.39E-03 8.50E-03 8.35E-04 <MDC 

Er 10 N/A N/A N/A 1.60E-02 1.63E-04 <MDC 

Eu 9 3 3.42E-03 9.48E-03 1.55E-02 9.45E-04 <MDC 

Fe 7 6 2.87E+00 1.02E+03 5.05E+01 5.19E+00 8.34E+02 

Ga 1 1 6.54E-01 6.54E-01 N/A N/A N/A 

Gd 9 N/A N/A N/A 1.20E-02 1.20E-03 <MDC 

Hg 2 N/A N/A N/A 8.90E-03 1.04E-02 <MDC 

K 9 9 2.74E+03 4.01E+03 8.10E+01 1.75E+01 2.85E+03 

La 9 2 3.36E-03 6.30E-03 1.95E-02 9.23E-04 <MDC 

Li  7 7 3.74E+01 6.79E+01 2.45E-01 3.58E-02 4.41E+01 

Mg 8 8 5.16E+04 1.08E+05 7.30E+01 4.93E-02 8.10E+04 

Mn 11 5 1.78E-01 2.32E+00 6.00E-01 4.44E-03 <MDC 

Mo 9 8 2.25E+00 3.13E+00 N/A N/A N/A 

Na 10 10 1.16E+03 1.97E+05 3.57E+02 2.67E-01 1.14E+05 

Nd 10 3 4.80E-03 3.97E-02 4.20E-02 6.85E-04 <MDC 

Ni 11 9 2.45E+00 1.11E+01 6.00E-01 -1.26E-03 1.03E+01 

P 3 3 4.54E+01 1.32E+02 3.15E+01 -2.05E+00 8.64E+01 

Pb 9 5 1.08E-01 5.04E-01 6.00E-01 1.41E-04 <MDC 

Pr 10 N/A N/A N/A 1.15E-02 2.10E-04 <MDC 

Sb 9 5 3.50E-02 4.10E-01 6.50E-02 1.15E-02 9.83E-02 

Sc 8 6 2.57E+00 5.35E+00 N/A N/A N/A 

Se 8 6 -2.43E-02 1.19E+00 2.05E+01 1.73E+00 <MDC 

Si 6 6 9.83E+03 1.39E+04 3.55E+01 -4.69E+00 9.30E+03 

Sr 10 10 3.31E+01 4.62E+03 1.30E+01 2.94E-03 3.60E+03 

Th 8 2 1.19E-03 2.67E-02 1.60E-02 1.42E-03 <MDC 

Tl 9 1 -6.30E-03 -6.30E-03 1.25E-02 -4.84E-04 <MDC 

U 10 10 3.73E+00 5.88E+00 1.10E-02 1.69E-04 5.07E+00 

V 11 10 1.05E+01 1.29E+01 6.00E-01 1.96E-02 1.10E+01 

Zn 11 8 1.54E+00 1.64E+01 8.00E+00 -9.85E-04 9.15E+00 

 

1El = Element analyzed;  
2N = Total number of samples analyzed; Ndet = number of samples with detectable (above MDC) values;  
3Min = the lowest value measured above MDC; Max = the highest value measured;  
4MDC = Minimum detectable concentration;  
5Concentrations below the MDC are reported as <MDC; 

N/A = Not Applicable 
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Table 2.15. Measured Concentration of Selected Inorganic Analytes in Malaga 
Drinking Water from 1998 - 2011 

 

Malaga 
1998-2010 2011 

EL1 N2 NDET
2 Min 3 Max3 

MDC4 

(µg/L) 

Blank Conc. 

(µg/L) 

Sample Conc. 

(µg/L)5 

Ag N/A N/A N/A N/A 1.55E-02 3.85E-03 <MDC 

Al  N/A N/A N/A N/A 4.90E+00 2.24E-01 <MDC 

As N/A N/A N/A N/A 6.50E+00 5.57E-01 <MDC 

B N/A N/A N/A N/A N/A N/A N/A 

Ba N/A N/A N/A N/A 1.60E-01 3.72E-03 1.66E+01 

Be N/A N/A N/A N/A 2.50E-01 -2.82E-02 <MDC 

Ca N/A N/A N/A N/A 3.17E+03 -3.39E+01 2.41E+05 

Cd N/A N/A N/A N/A 1.40E+00 -1.82E-01 <MDC 

Ce N/A N/A N/A N/A 4.05E-02 7.40E-05 <MDC 

Co N/A N/A N/A N/A 2.25E-02 -1.99E-04 8.57E-01 

Cr N/A N/A N/A N/A 8.00E-01 5.29E-02 1.95E+00 

Cu N/A N/A N/A N/A 2.90E+00 5.56E-03 3.66E+00 

Dy N/A N/A N/A N/A 8.50E-03 8.35E-04 <MDC 

Er N/A N/A N/A N/A 1.60E-02 1.63E-04 <MDC 

Eu N/A N/A N/A N/A 1.55E-02 9.45E-04 <MDC 

Fe N/A N/A N/A N/A 5.05E+01 5.19E+00 8.94E+02 

Ga N/A N/A N/A N/A N/A N/A N/A 

Gd N/A N/A N/A N/A 1.20E-02 1.20E-03 <MDC 

Hg N/A N/A N/A N/A 8.90E-03 1.04E-02 <MDC 

K N/A N/A N/A N/A 8.10E+01 1.75E+01 2.57E+03 

La N/A N/A N/A N/A 1.95E-02 9.23E-04 <MDC 

Li  N/A N/A N/A N/A 2.45E-01 3.58E-02 4.39E+01 

Mg N/A N/A N/A N/A 7.30E+01 4.93E-02 6.98E+04 

Mn N/A N/A N/A N/A 6.00E-01 4.44E-03 <MDC 

Mo N/A N/A N/A N/A N/A N/A N/A 

Na N/A N/A N/A N/A 3.57E+02 2.67E-01 7.53E+04 

Nd N/A N/A N/A N/A 4.20E-02 6.85E-04 <MDC 

Ni N/A N/A N/A N/A 6.00E-01 -1.26E-03 1.04E+01 

P N/A N/A N/A N/A 3.15E+01 -2.05E+00 5.64E+01 

Pb N/A N/A N/A N/A 6.00E-01 1.41E-04 <MDC 

Pr N/A N/A N/A N/A 1.15E-02 2.10E-04 <MDC 

Sb N/A N/A N/A N/A 6.50E-02 1.15E-02 <MDC 

Sc N/A N/A N/A N/A N/A N/A N/A 

Se N/A N/A N/A N/A 2.05E+01 1.73E+00 <MDC 

Si N/A N/A N/A N/A 3.55E+01 -4.69E+00 9.12E+03 

Sr N/A N/A N/A N/A 1.30E+01 2.94E-03 3.80E+03 

Th N/A N/A N/A N/A 1.60E-02 1.42E-03 <MDC 

Tl N/A N/A N/A N/A 1.25E-02 -4.84E-04 <MDC 

U N/A N/A N/A N/A 1.10E-02 1.69E-04 5.38E+00 

V N/A N/A N/A N/A 6.00E-01 1.96E-02 8.70E+00 

Zn N/A N/A N/A N/A 8.00E+00 -9.85E-04 1.52E+01 

 

1El = Element analyzed;  
2N = Total number of samples analyzed; Ndet = number of samples with detectable (above MDC) values;  
3Min = the lowest value measured above MDC; Max = the highest value measured;  
4MDC = Minimum detectable concentration;  
5Concentrations below the MDC are reported as <MDC; 

N/A = Not Applicable 
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Figure 2.12. Concentrations (ɛg/L) of Select Inorganic Analytes Measured in 

Carlsbad Drinking Water from 1998 - 2011 
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Figure 2.13. Concentrations (ɛg/L) of Select Inorganic Analytes Measured  
Near the WIPP site (Double Eagle) from 1998 - 2011 
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Figure 2.14. Concentrations (ɛg/L) of Select Inorganic Analytes Measured in 
Loving Drinking Water from 1998 - 2011 
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Figure 2.15. Concentrations (ɛg/L) of Select Inorganic Analytes Measured in 
Hobbs Drinking Water from 1998 - 2011 
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Figure 2.16. Concentrations (ɛg/L) of Select Inorganic Analytes Measured in 
Otis Drinking Water from 1998 - 2011 

 

 


